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1. Introduction
This contribution provides a proposal for solution evaluation in subclause 7.2.6.2.
2. Reason for Change
In TR 23.722, the solution in subclause 7.2.6 is as shown below:

	7.2.6
Solution 6: Authentication between the API invoker and the CAPIF core functions
7.2.6.1
Solution description

7.2.6.1.1
General

The solution corresponds to the key issues and requirements for authentication between the API invoker and the CAPIF core functions.

7.2.6.1.2
Procedure

Figure 7.2.6.1.2-1 illustrates the procedure for authentication between the API invoker and the CAPIF core functions.

Pre-conditions:

1.
API invoker is onboarded with the CAPIF core functions and the API invoker profile is created.
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Figure 7.2.6.1.2-1: Procedure for authentication between the API invoker and the CAPIF core functions

1.
The API invoker triggers authentication request to the CAPIF core functions, including the identity confirmed after successful onboarding.

2.
Upon receiving the authentication request, the CAPIF core functions verifies the identity with the API invoker profile.

3.
The CAPIF core functions returns the result of API invoker identity verification in the authentication response.

NOTE:
CAPIF core functions can share the information required for authentication of the API invoker at the AEF.

7.2.6.2
Solution evaluation

Editor’s Note:
This clause will evaluate the solution.




This contribution proposes the solution evaluation in subclause 7.2.6.2 to be captured in TR 23.722.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.722 v0.3.0.
* * * First Change * * * *

7.2.6.2
Solution evaluation


This solution provides a standalone authentication between the API invoker and the CAPIF core functions. Solution 8 in subclause .7.2.8 also describes another standalone authentication solution between the API invoker and service API. The relationship, if any between this solution and solution 8 is to be determined. Authentication is also envisioned as a necessary sub-function or necessary step in the solution 2 described in subclause 7.2.2
SA3 is responsible for the detailed authentication solution for CAPIF. Hence, SA3 may further study and specify a common solution for CAPIF authentication.
* * * End Change * * * *
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