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6
Functional Diagram

Editor’s Note: This clause is intended to consist of the overall functional model diagram, a description of each of the functional entities, and a description of the functional entity relationships.

Editor’s Note: This clause and subsequent clauses are intended to be a working area for text that will be included in the MCPTT TS’(s). The structure of this and subsequent clauses may not be replicated in the MCPTT TS’(s).

6.2
Description of the planes

The following planes are identified:

a)
application plane. The application plane provides all the services required by the user. It uses the services of the signalling control plane and the media control plane to support those requirements;

b)
signalling control plane. The signalling control plane provides the necessary signalling support to establish the association of users involved in a MCPTT call or other type of call. The signalling control plane also offers access to and control of services applicable to calls. The signalling control plane uses the services of the resource control plane and the bearer plane;

c)
media control plane. The media control plane provides for the conferencing of media, floor control of media, transcoding of media, and provision of tones and announcements. It provides services to both the application plane directly, and to the signalling control plane. It uses the services of the media plane;

d)
resource control plane. This plane provides resource control. The resource control plane is defined within 3GPP TS 23.203 [4];

e)
media plane. The media plane consists of the media gateways needed to support the media. It uses the services of the bearer plane. The media plane is established by the signalling control plane, and is controlled by the media control plane;and

f)
bearer plane. This plane provides the bearers needed to support the media plane, the resource control plane, and the signalling control plane. The bearer plane is defined for LTE within 3GPP TS 23.401 [11].
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