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1. Proposal

It is proposed to update description on application plane reference points in TS 23.179 as follows.
-------------------------------------------First Change-----------------------------------------------
7.5.2
Application plane

7.5.2.1
Reference point MCPTT-1 (between the MCPTT client and the MCPTT server)

The MCPTT-1 reference point between the MCPTT client and the MCPTT server for MCPTT application signalling for establishing a session in support of MCPTT shall use the SIP-1 and SIP-2 reference points for transport and routing of signalling.

7.5.2.2
Reference point MCPTT-2 (between MCPTT server and MCPTT user database)

Provides for the MCPTT server to obtain information about a specific user.

7.5.2.3
Reference point CSC-1 (between identity management client and identity management server)

Provides for the mutual authentication between the user equipment and the common servers plane on behalf of applications within the application plane.

7.5.2.4
Reference point CSC-2 (between the group management client and the group management server)

The CSC-2 reference point between the group management client and the group management server for MCPTT application signalling for MCPTT data management of the MCPTT service shall use the HTTP-1 reference point for transport and routing of signalling.

7.5.2.5
Reference point CSC-3 (between MCPTT server and group management server)

Provides for the MCPTT server to obtain information about groups and shall use HTTP-2 reference point for transport and routing of signalling.
7.5.2.X
Reference point CSC-4 (between the configuration management client and the configuration management server)

Provides the configuration information required for MCPTT services between the configuration management client and the configuration management server.
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