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Abstract: This contribution proposes consistency changes so that the text and the figure agree.
Figure 10.5.1.1-1 step 1 and text step 1 state that “and affiliated”, but the Pre-condition #1 states this as part of pre-conditions, so why is it covered again in step 1 of the information flow?

Are preconditions to be shown in the information flows as part of the template?

Suggested changes are to delete “and affiliated” from both the figure step 1 and the text step 1.
10.5.1.1
Group call setup – automatic commencement mode

The procedure focuses on the case where an authorized MCPTT user is initiating an MCPTT group call with unicast signalling for communicating with the affiliated MCPTT members of that group.

Procedures in figure 10.5.1.1-1 are the signalling control plane procedures for the MCPTT client initiating establishment of MCPTT group call with a pre-arranged group i.e., MCPTT users on client 1, client 2 and client 3 belong to the same group which is defined on MCPTT group management server.

Pre-conditions:

1.
MCPTT group is previously defined on the group management server with MCPTT users affiliated to that group. All members of the group belong to the same MCPTT system.
2.
MCPTT group members are to be notified about the group call setup.
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Figure 10.5.1.1-1: Pre-arranged group call setup

1.
It is assumed that MCPTT users on MCPTT client 1, client 2 and client 3 are already registered for receiving MCPTT service.

2.
User at MCPTT client 1 would like to initiate an MCPTT group call with a selected group (identified by group id).

NOTE 1: MCPTT client 1 may not be aware of the affiliation status of other MCPTT clients to the group while initiating the group call.

3.
MCPTT client 1 sends an group_call_request towards the MCPTT server via SIP core, which hosts the group selected by the user and identified by group id.

4.
MCPTT server checks whether the user of MCPTT client 1 is authorized for initiation of group call for the selected group, and if authorized, it resolves the group id to determine the members of that group and their affiliation status, based on the information from group management server.

5.
MCPTT server sends the corresponding group_call_request via SIP core towards the MCPTT clients of each of those affiliated group members. MCPTT users are notified about the incoming group call.

6.
The receiving MCPTT clients accept the group call group_call_request, and an acknowledgement is sent to the group hosting MCPTT server.

7.
MCPTT client 1 is informed about successful call establishment.

NOTE 2: Step 7 may occur at any time following step 5b, and prior to step 8 depending on the conditions to proceed with the call.

8.
MCPTT client 1, client 2 and client 3 have successfully established media plane for communication. MCPTT floor participant 1, floor participant 2 and floor participant 3 exchange floor control information e.g., MCPTT client 1 receives the floor granted information over the established media plane, while the other MCPTT client’s receive floor taken information. MCPTT client 1 indicates to the MCPTT user that the floor is available to send media, while the other MCPTT clients in the group call will be receiving that media.
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