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Introduction
The figures and text in this contribution are derived from the slides produced during drafting at SA6 #5
************************************  Begin change 1  *************************************

7.5.2
Application plane

7.5.2.1
General

The reference points for the application plane are shown in figure 7.5.2.1-1:
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Figure 7.5.2.1-1: Reference points for the application plane between MCPTT client and MCPTT server

7.5.2.2
Reference point MCPTT-1 (between the MCPTT client and the MCPTT server)

The MCPTT-1 reference point between the MCPTT client and the MCPTT server for MCPTT application signalling for establishing a session in support of MCPTT shall use the SIP-1 and SIP-2 reference points for transport and routing of signalling.

7.5.2.3
Reference point MCPTT-2 (between MCPTT server and MCPTT user database)

Provides for the MCPTT server to obtain information about a specific user.
7.5.2.4
Reference point MCPTT-3 (between MCPTT server and another MCPTT server)

7.5.2.5
Reference point MCPTT-4 (between floor control server and floor control participant)

Provides floor control signalling between MCPTT server and MCPTT client.
7.5.2.6
Reference point CSC-1 (between identity management client and identity management server)

Provides for the mutual authentication between the user equipment and the common servers plane on behalf of applications within the application plane.

7.5.2.7
Reference point CSC-2 (between the group management client and the group management server)

The CSC-2 reference point between the group management client and the group management server for MCPTT application signalling for MCPTT data management of the MCPTT service shall use the HTTP-1 reference point for transport and routing of signalling.

7.5.2.8
Reference point CSC-3 (between MCPTT server and group management server)

Provides for the MCPTT server to obtain information about groups.

7.5.2.9
Reference point CSC-4 (between configuration management client and configuration management server)

************************************  End change  1 *************************************
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