3GPP TSG-SA WG6 Meeting #5
S6-150655
Seoul, Korea, 6-10 July 2015
(revision of S6-150623)
Title:
Detail related to multicast for entities in clause 7.4
Agenda Item:
7.4
Source:
Motorola Solutions

Contact:
dom.lazara@motorolasolutions.com
Abstract: This contribution brings adds detail of the MRF to clause 7.4 of TS 23.179
Discussion
Relationship between MCPTT groups and MBMS bearers

In the general case, an MCPTT Group has several media flows associated with it: e.g. voice (audio), video, messaging etc. Those media flows can be controlled (e.g. turned on/off) or modified (e.g. codec rate) independently. They can be transmitted on separate MBMS bearers (of different QoS characteristics, potentially) or they can be multiplexed on the same MBMS bearer. Additionally, media flows from different MCPTT Groups could also share (be multiplexed on) the same MBMS bearer. 

The ability of temporarily associating and dissociating MCPTT Groups to and from specific bearers can provide significant capacity savings through statistically multiplexing and through reduction of the delay inherent in the starting and stopping of bearers.

Therefore, the MBMS bearers should be independent of the MCPTT Groups and their media flows, in the sense that for a limited amount of time, any MBMS bearer should be able to transport any media flow, providing they are QoS-wise compatible. Afterwards, the MCPTT Group media flows could be mapped temporarily to a different MBMS bearer. Similarly, traffic from several MCPTT Group media flows could be temporarily multiplexed together on a set of bearers in a certain way and afterwards multiplexed in different way, subject, of course, to QoS compatibility rules. In all these cases, eliminating or reducing data loss and delay due to bearer switching is a very important feature of a mission critical system.

The concept of bearer switching extends also to unicast bearers, in the sense that there can be switching of media flows between unicast bearers and MBMS bearers. To reduce delay and data loss, it is essential to be able to detect or be notified rapidly of relevant events (e.g. new bearer available / current bearer no longer available) and to be able to actually effect the bearer switching in a very short amount of time. Note that for some MCPTT group calls, the media may be transported to some participants via unicast bearers while other participants may receive the media via multicast (i.e., MBMS bearers).
In practice, there are many instances where the association between bearers and MCPTT Group media flows is static, i.e. it may not change at all for the duration of the call and/or the life of the MBMS bearer.  









MCPTT Group calls using MBMS bearers

In general, MCPTT Group call control is performed via a bidirectional unicast link on the GC1 interface, between the UE and the MCPTT AS. Occasionally, the call setup signalling itself will need to be carried by previously established MBMS bearers. Since normally the MBMS bearer will be shared among several UEs, it is possible that the final phase of the call setup will not necessarily allocate or activate a bearer immediately, but just identify it. In other words, the MCPTT Group call setup binds a call to one or more MBMS bearers (in the same or on different MBSFN Areas), that may or may not have already been setup. Once the call setup phase is completed, the UE has to acquire the identified set of bearers: that can happen instantaneously if the bearers are already allocated and active, or the UE may need to wait until it detects that the identified MBMS bearer has come on-line. 

It is also possible that at the end of the call setup phase, the MCPTT UE may transition from the RRC CONNECTED state to the RRC IDLE state, with the effect that the unicast signalling channel between the MCPTT UE and the MCPTT server ends. However, in this situation, the MCPTT Application Client on the MCPTT UE needs to maintain the active state of the call and the binding of the MBMS bearers and then proceed to waiting to detect and decode the MBMS bearers, as they become active, and eventually receive user plane traffic on them. 

The MBMS bearers allocation and activation is independent of the call setup, in the sense that it can precede it (the most usual case) or succeed it in time, relative to the end of the call setup phase. MBMS bearer management is done according to TS 23.468 [7], on the MB2-C interface. If an MBMS bearer fails to activate upon request or the Application Server gets notified of an MBMS bearer termination or suspension, the Application Server could attempt to start or continue the call on different MBMS bearers or on unicast bearers.
************************************  Begin change 1 *************************************
7.4.4
Media plane

7.4.4.3
Media resource function
The Media resource function is responsible for the distribution of media to call participants. By means of information  provided by the MCPTT server (IP addresses, transport layer ports, etc.), it will provide the following functionality:

· provide for the reception of uplink MCPTT UE media transmission by means of the MCPTT-7 reference point
· replicate the media as needed for distribution to those participants using unicast transport
· distribute downlink media to MCPTT UEs by IP unicast transmission to those participants utilizing unicast transport by means of the MCPTT-7 reference point
· distribute downlink media to MCPTT UEs using multicast downlink transport of media for the call by means of the MCPTT-8 reference point.
************************************  End change 1  *************************************
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