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1. Proposal

It is proposed to update description on group metadata in TS 23.179 as follows. The following excerpts from OMA Group XDMS specification " OMA-TS-XDM_Group-V1_1-20120403-A" may provide more insight to group metadata.
	5.1 Group

5.1.1 Structure

The Group Document SHALL conform to the structure  described in this section. The schema definition is provided in section 5.1.3 “XML Schema”.

The <list-service> element: 

a) SHALL include a “uri” attribute representing the Group Identity;

b) MAY include any other attributes from any other namespaces for the purpose of extensibility;

c) MAY include a <display-name> element containing a human readable name of the Group;

d) MAY include a <list> element containing the Group Members;

e) MAY include an <invite-members> element indicating whether the Group Members will be invited;

f) MAY include a <max-participant-count> element;

g) MAY include a <ruleset> element representing the authorization policy associated with this Group;

h) MAY include a <subject> element containing a topic or description of the Group;

i) MAY include one or more <age-restrictions> elements indicating the allowed age or age-range(s) of a Participant;

j) MAY include a <session-active-policy> element describing the rules for determining whether a Group Session is allowed to become active or remain active;

k) MAY include an <automatic-group-advertisement> element indicating automatic sending of an Extended Group Advertisement message to Group Members;

l) MAY include a <supported-services> element containing supported services of the Group; 

m) MAY include a <qoe> element indicating the Quality of Experience Profile assigned to the Group. The element SHALL include one child element defining the Quality of Experience Profile and one “must-understand” attribute from the “urn:oma:xml:xdm:extensions” namespace;

n) MAY include a <searchable> element indicating that the Group Identity can be retrieved using a Search Request; and

o) MAY include any other elements from any other namespaces for the purposes of extensibility. Such an element MAY include the “must-understand” attribute from the “urn:oma:xml:xdm: extensions” namespace.

Each <list> element SHALL be composed of a sequence of zero or more elements, each of which is

a) an <entry> element, which SHALL contain the "uri" attribute set to a valid User Address, i.e. a SIP URI (as defined in [RFC3261]) or a TEL URI (as defined in [RFC3966]), and MAY contain the <display-name> child element, containing a human readable name of each Group Member, as defined in [RFC4826]; or

b) an <external> element pointing to a URI List in the List XDMS as defined in [XDM_List]. 

The structure of the <ruleset> element SHALL conform to [RFC4745]. Each <ruleset> element is composed of a sequence of zero or more <rule> elements.

The <conditions> child element of any <rule> element:

a) MAY include the <identity> element as described in  [RFC4745], except the sub-elements that are prohibited in [XDM_Core] “Common Extensions”;

b) MAY include the <external-list> element as defined in [XDM_Core] “Common Extensions”;

c) MAY include the <other-identity> element as defined in [XDM_Core] “Common Extensions”;

d) MAY include the <is-list-member> element;

e) MAY include the <media-list> element as defined in [XDM_Core] “Common Extensions”; and

f) MAY include other elements from other namespaces for the purposes of extensibility.

Other types of <conditions> child elements described in [RFC4745] are not supported by this specification. 

The <actions> child element of any <rule> element:

a) MAY include the <allow-conference-state> element;

b) MAY include the <allow-invite-users-dynamically> element;

c) MAY include the <join-handling> element;

d) MAY include the <allow-initiate-conference> element;

e) MAY include the <allow-anonymity> element;

f) MAY include the <is-key-participant> element;

g) MAY include the <allow-subconf> element;

h) MAY include the <allow-private-message> element;

i) MAY include the <allow-media-handling> element;
j) MAY include the <remove-media-handling> element;
k) MAY include the <allow-expelling> element;
l) MAY include the <block-group-advertisement-sending> element;

m) MAY include the <allow-handle-multiple-streams> element;

n) MAY include the <allow-limited-participating-info> element; and

o) MAY include other elements from other namespaces for the purposes of extensibility.
NOTE:  Enablers can define enabler-specific <actions> child elements (Appendix D).

The <age-restrictions> element SHALL include zero or more <age> child elements and the “must-understand” attribute from the “urn:oma:xml:xdm:extensions” namespace. Each <age> child element:

a) MAY contain the combination of the “from” and “until” attributes to specify an age or age interval; and
b) MAY contain attributes from any other namespaces for the purpose of extensibility.
The <session-active-policy> element:

a) SHALL include a “must-understand” attribute from the “urn:oma:xml:xdm:extensions” namespace;

b) MAY include a <max-duration> element representing the maximum allowed time duration of a Group Session;
c) MAY include a <required-participants> element representing who must participate for a Group Session to become active or remain active;
d) MAY include a <min-participant-count> element representing the minimum number of participants needed for a Group Session to become active or remain active;
e) MAY include a <schedule> element representing the allowed range of time for a Group Session to become active or remain active;

f) MAY include any other elements from any other namespaces for the purposes of extensibility.
The <required-participants> element SHALL contain a sequence of zero or more child elements, each of which is:

a) an <entry> element, which SHALL contain the "uri" attribute set to a valid User Address, i.e. a SIP URI (as defined in [RFC3261]) or a TEL URI (as defined in [RFC3966]), and MAY contain the <display-name> child element containing the user’s human readable name, as defined in [RFC4826]; or

b) an <external> element pointing to a URI List in the List XDMS as defined in [XDM_List]; or

c) any other elements from any other namespaces for the purpose of extensibility.

The <schedule> element SHALL include zero or more <time-range> child elements and MAY include any other elements from any other namespaces for the purpose of extensibility.

Each <time-range> child element MAY contain the combination of the <start-time> element, <end-time> element and any other elements from any other namespaces for the purpose of extensibility to specify a time range.

The <supported-services> element SHALL include one of:

a) a list of one or more <service> child elements or any other elements from any other namespaces for the purpose of extensibility as defined in [XDM_Core] “Common Extensions” or;

b) an <all-services-except> child element as defined in [XDM_Core] “Common Extensions”.

The <all-services-except> element SHALL include zero or more <service> child elements or any elements from any other namespaces for the purpose of extensibility as defined in [XDM_Core] Common Extensions”.

The <service> element MAY include a <group-media> child element.

The <group-media> element MAY include the same child elements as the <media-list> element as defined in [XDM_Core] Common Extensions”.


-------------------------------------------First Change-----------------------------------------------
10.X
MCPTT group and membership configuration metadata
10.X.1
Functional description
Editor’s note:
The functional description is FFS.

10.X.2
Procedures
Editor’s note:
The procedures description is FFS.

10.X.3
Structure of metadata
The group configuration metadata includes the following information elements:

· MCPTT group identity
· group owner
· group call ongoing or not

· group policy

The group membership metadata includes the following information elements:

· MCPTT user identity
· user priority

· participant type (first responder, second responder, dispatch, dispatch supervisor, administrator)
· affiliation status
