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1. Overall Description:

SA6 would like to inform SA2 that the use of the ProSe UE-to-Network Relay functionality for MCPTT was discussed at SA6#5. During this discussion, there were questions about what configuration the UE-to-Network Relay feature would expect from the application.
The following requirement for MCPTT from TS 22.179 was referenced:

[R-5.16-001] The MCPTT Service shall be able to use ProSe Relay capabilities defined in TS 22.278 [5] and TS 22.468 [6].
The following text from TS 22.468 provides requirements for ProSe:

6.2
Interaction with ProSe

If EPC and E-UTRAN support ProSe, the EPC and E-UTRAN shall be able to make use of ProSe Group Communication and the public safety ProSe UE-to-Network Relay for Group Communication, subject to operator policies and UE capabilities or settings.

A public safety ProSe-enabled UE not served by E-UTRAN shall be able to support Group Communication based on ProSe Communication paths. A public safety ProSe-enabled UE shall be able to dynamically express its interest in receiving, via a public safety ProSe UE-to-Network Relay, the Group Communications of one or more GCSE Groups for which it is authorized.

A public safety ProSe UE-to-Network Relay shall be able to relay Group Communication to/from ProSe Communication paths, if the following conditions apply:

· the GCSE Group is allowed to be relayed; and

· the public safety ProSe UE-to-Network Relay is allowed to relay Group Communication. 

A public safety ProSe UE-to-Network Relay shall be able to restrict the relayed Group Communication on a per group basis.

In order to understand how the MCPTT application can use the UE-to-Network Relay feature, SA6 would like to ask SA2 for information:
What does ProSe layer expect the application to configure when using the UE-to-Network Relay feature?
2. Actions:

ACTION 1: SA6 kindly asks SA2 to provide answers to the following question: What does ProSe layer expect the application layer to configure when using the UE-to-Network Relay feature?
3. Date of Next TSG-SA6 Meetings:

TSG-SA6 Meeting #6 
17 – 21 August 2015
Vancouver, Canada
TSG-SA6 Meeting #7 
12 – 16 October 2015
Belgrade, Serbia
