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Introduction
The figures and text in this contribution are derived from the slides produced during drafting at SA6 #5
************************************  Begin change 1  *************************************

7.5.4
Media plane


7.5.4.1
General

The reference points for the media plane are shown in figure 7.5.4.1-1:
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Figure 7.5.4.1-1: Reference points for the media plane between MCPTT server, EPS and MCPTT server

7.5.4.2
Reference point MCPTT-5 (between media resource function and EPS)
The MCPTT-5 reference point is used by the media resource function of the MCPTT server to obtain unicast bearers with appropriate QoS from the EPS.  It utilises the Rx interface of the EPS.

Editor’s note: Interaction between a GCS AS and an IMS SIP core when interfacing to Rx from are for further study
7.5.4.3
Reference point MCPTT-6 (between media resource function and EPS)

The MCPTT-6 reference point is used by the media resource function of the MCPTT server to obtain multicast bearers from the EPS.  It utilises the MB2-c interface of the EPS.

7.5.4.4
Reference point MCPTT-7 (unicast between media resource function and media mixer)

The MCPTT-7 reference point is used to exchange unicast media between the media resource function of the MCPTT server and the media mixer of the MCPTT client.

7.5.4.5
Reference point MCPTT-8 (multicast between media resource function and media mixer)

The MCPTT-8 reference point is used by the media resource function of the MCPTT server to send multicast media to the media mixer of the MCPTT client.  It is sent via the MB2-u interface of the EPS.

************************************  End change  1 *************************************
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