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Abstract: This contribution proposes Off-Network Group Call Setup based on the agreed solution 5.1.5 MCPTT Off-Network in TR 23.779. 
-------------------------------- Begin of Change---------------------------
10.5.3
Off-network group call
10.5.3.1
Group call setup

The flow in figure 10 5.3-1 illustrates the control plane procedures for MCPTT group call establishment for off-Network. The procedure describes how a MCPTT client initiates an MCPTT group call with other MCPTT client within the off-network radio coverage and how the group call is established. It is assumed that a group multicast IP address and a receiving signalling port are pre-configured for the call setup signalling. All messages are sent through the pre-configured multicast path.
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Figure 10.5.3.1-1: Off-network group call setup

1.
MCPTT client 1 as the group call originator sends group call announcement message to the group. This message contains the following parameters such as group identity, group call originator identity, media type, media codec, bandwidth, multicast port number for media, port number for floor control protocol, and any encryption key for the media encryption if needed, and optionally confirm mode indication.
NOTE 1: The group call announcement includes at least one common set of parameters and values for media transfer. Additional values per parameter will not be prohibited for the better user experience.
2.
MCPTT client 2, 3 configures the parameters for media delivery by making use of the received parameters in group call announcement. 
3.
MCPTT client 2, 3 may send the response message to the group when the group call announcement from originator includes confirm mode indication. This message contains MCPTT user identity.
4.
MCPTT client 2, 3 recognize the group call originator through the group call announcement and MCPTT Client 1 checks the participants of the group call through the received response message.
NOTE 2: Due to the movement of the participants (in and out of the radio coverage) during the off-network group call, the group call Announcement including parameters for media delivery is periodically sent. 
NOTE 3: The participating MCPTT Clients do not need to respond to the periodic group call announcement. 
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