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Abstract: This contribution proposes to add the requirement of remotely change another MCPTT user's selected group.
1.
Introduction
This contribution proposes to add the requirement of remotely change another MCPTT user's selected group.
2.
Discussion
The following requirements on authorized user remotely change another user’s selected group are defined in section 6.4.6 of TS 22.179.
· Mandatory change:

[R-6.4.6.1-001] The MCPTT Service shall provide a mechanism that allows an authorized MCPTT User (e.g., dispatcher) to change an on-network MCPTT User's Selected MCPTT Group(s) and then the MCPTT Service shall send a notification to the on-network MCPTT User.

[R-6.4.6.1-004] The MCPTT Service shall provide a mechanism that allows an authorized MCPTT User (e.g., dispatcher) to change multiple other on-network MCPTT Users' Selected MCPTT Group(s) to a specific MCPTT Group, and the MCPTT Service shall notify this to the on-network MCPTT Users.
· Negotiated change

[R-6.4.6.2-003] The MCPTT Service shall provide a mechanism that allows an authorized MCPTT User (e.g., dispatcher) to send a notification that proposes that another on-network MCPTT User should select a specific MCPTT Group.

[R-6.4.6.2-004] The MCPTT Service shall provide a mechanism that allows an authorized MCPTT User (e.g., dispatcher) to send a notification that proposes that multiple on-network MCPTT Users should select a specific MCPTT Group.

[R-6.4.6.2-006] The MCPTT Service shall provide a notification to the authorized MCPTT User (e.g., dispatcher) if the change that they proposed to another on-network MCPTT User(s) affiliated/Selected MCPTT Group was accepted/rejected by the MCPTT User(s).

In section 5.2.5 of TS23179, it has defined the functionality about an MCPTT user select amongst their affiliated group a Selected MCPTT group for media transmission. But the functionality of an authorized MCPTT user remotely change another user’s selected group is not covered yet.  So it is propose to add the requirement to this section.
3.
Proposal
Based on the above analysis, we kindly propose to add the functionality of remotely change another MCPTT user's selected group into TS23.179.
*************************************Start of  first change********************************
5.2.5
Group affiliation and de-affiliation
Group affiliation can be achieved through the following two methods:

a.
Explicit Affiliation: An MCPTT user provides interest in one or many MCPTT groups using the MCPTT UE. An MCPTT authorized user may remotely modify another MCPTT user’s affiliation to a MCPTT group.

b.
Implicit Affiliation: MCPTT user’s affiliations to MCPTT groups are determined through configurations and policies at the MCPTT UE or MCPTT service and performed implicitly by the associated MCPTT UE or MCPTT service. 

NOTE:
Group affiliation is not the same as group membership; however, an MCPTT user must be a member of a group prior to becoming an affiliated member of that group.
The following functionality shall be enabled by the MCPTT service for the MCPTT users affiliated to the MCPTT groups.

-
MCPTT users receive notifications for group call setup and invitation for their affiliated group(s). 

-
MCPTT users can select amongst their affiliated group(s) a Selected MCPTT group for media transmission. Thus, allowing the MCPTT user to initiate a new group call or transmit in an existing group call.
-
An authorized user can remotely change the Selected MCPTT group from amongst the affiliated MCPTT group(s) of an MCPTT user. 
-
MCPTT users receive media and events from their affiliated group(s).

Group de-affiliation indicates that the MCPTT user is no longer affiliated to that MCPTT group, and therefore is not able to perform any actions that are associated with an affiliated member e.g. receive media, notifications, etc. De-affiliation can occur either through MCPTT user’s explicit request, or implicit (e.g. changed as the result of another action, such as the user logging off).
**************************************End of  first change********************************
