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B.1
Data classification

Tables B.2-1, B2-2, B.3-1, B3-2, B4-1 and B.4-2 summarise the pieces of data with the reference to the introduction requirements from 3GPP TS 22.179 [2] for on-network use, related respectively to MCPTT UEs, MCPTT users and MCPTT groups. Table B.5 summarises the pieces of data with with the reference to the introduction requirements from 3GPP TS 22.179 [2] which can be considered to apply network-wide and do not apply to a specific MCPTT user or a specific MCPTT group. Tables BX-1 relate to the requirements valid both on-network and off-network (clause 5 of 3GPP TS 22.179 [2]) and tables BX-2 relate to the requirements valid on-network (clause 6 of 3GPP TS 22.179 [2]). The various columns in the tables have the following meanings:

-
Reference: Is the reference of the corresponding requirement in 3GPP TS 22.179 [2], leading to the introduction of a given piece of data. Only one reference if given for each piece of data, even if several requirements in 3GPP TS 22.179 [2] mandates the same data or a slight variant of it.

-
Definition: A short definition of the semantics of the corresponding piece of data.

-
UE provisioned: The piece of data has to be known by the UE for the fulfilment of the corresponding stage 1 requirement. The rate of update in the UE may be low or moderate, meaning that a quasi-real time notification of a change of state to the UE s not required.

-
UE notified: The piece of data has also to be known by the UE, but a quasi-real time notification is required.

NOTE:
UE notification is assumed to use SIP signalling.

-
Network managed/enforced: This piece of data has to be known by the network. It is either been known only by the network, or it may also be known by the UE but its use is controlled and/or enforced by the network.

Editor's note: it is FFS if another SIP reference point is needed.

Editor's note: Following tables are incomplete.

In the following clauses:

UE related data means data that can be queried, modified, subscribed to or deleted using an URI derived from the MCPTT UE URI.
User related data means data that can be queried, modified, subscribed to or deleted using an URI derived from the URI of a MCPTT user instance, i.e. a MCPTT client
Group related data means data that can be queried, modified, subscribed to or deleted using an URI derived from the URI of a MCPTT group.
For example, the list of groups a MCPTT user has affiliated to is a MCPTT user related date (as it is accessed through the MCP¨TT user URI) and not a MCPTT group related data.
B.2
MCPTT UE related data

Table B.2-1 summarises the data related to UE. The only information which is assumed to be promptly notified to the MCPTT UE is its disabling/enabling status.

Table B.2-1: MCPTT UE related data (both on network and off network)

	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified

	Network enforced/managed


	5.5.2-005
	Max number of simultaneous  group calls (N4)
	X
	
	X (CSC-2)

	5.5.2-006
	Max number of transmissions (N5)
NOTE: this parameter is scoped for all groups, not per group basis
	X
	
	X(CSC-2)


Table B.2-2: MCPTT UE related data

	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified
()
	Network enforced/managed


	6.13.4-001
	Enabling/disabling of UE
	X
	X
	X(CSC-4)


B.3
MCPTT user related data

Table B.3-1 summarises the data related to a MCPTT user.

Table B.3-1: MCPTT user related data (both on network and off network)

	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified

	Network enforced/managed


	5.5.2-008
	Max number of simultaneously received group calls (N6)
	X
	
	X(CSC-2)

	5.5.2-009
	Max number of transmissions (N7)
	X
	
	X CSC-2)

	5.6.5-001
	Authorised to make private call with manual commencement
	X
	
	X(CSC-4)

	5.6.5-003
	User which can be called in private call
	X
	
	X(CSC-4)

	5.6.5-002
	Authorised to make private call with automatic commencement
	X
	
	X(CSC-4)

	5.6.5-004
	Max private call duration
	X
	
	X(CSC-4)

	5.6.5-005
	Max hang time for private calls
	X
	
	X(CSC-4)

	5.6.5-006
	Restriction in notification of call failure reason for private call
	X
	
	X(CSC-4)

	5.7.2.2.2-002
	Authorisation for imminent in- Peril cancelation
	X
	
	X(CSC-4)

	5.7.2.3.1-001
	Authorisation to make an emergency private call
	X
	
	X(CSC-4)

	5.7.2.3.2-001
	Authorisation to cancel emergency priority in a private emergency call
	X
	
	X(CSC-4)

	5.7.2.4.1-002
	Authorisation to activate emergency alert
	X
	
	X(CSC-4)


Table B.3-2: MCPTT user related data
	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified

	Network enforced/managed



B.4
Group related data

Tables B.4-1 and B4-2 summarise the data related to a MCPTT group.

Table B.4-1: MCPTT group related data (both on network and off network)

	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified

	Network enforced/managed



Table B.4-2: MCPTT group related data
	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified

	Network enforced/managed



B.5
Service configuration data

Table B.5 summarises the general MCPTT service configuration data.

Table B.5: MCPTT service configuration data

	Reference
	Definition


*****************************End change******************************************************
