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Abstract: The current specification for the directed late call joining requires one-to-one IP-addressed communications. Since re-announcement of the call using the existing mechanisms would use the least amount of resources, that would be a better mechanism to support this scenario.
1
Explanation and Justification

Using an immediate re-announcement mechanism to “invite” a late joining entrant to an existing off-network group call would use the least amount of radio resources and would not require establishing IP addressable communications.
******************************************* 1st change *******************************************

10.8.2.2.5
Immediate re-announcement to join an ongoing group call

The flow in figure 10 8.2.2.5-1 illustrates the control plane procedures for an MCPTT client to immediately join an on-going MCPTT group call. Upon the detection of a new entrant, the MCPTT client that is the current talker (floor arbitrator) immediately re-sends the MCPTT group call announcement. When receiving the announcement message with parameters for media transfer, that MCPTT client configures the parameters to receive the voice and joins the on-going MCPTT group call.

Preconditions:

-
There is on-going group call. MCPTT client 1 is the current talker and therefore the floor arbitrator. 




Figure 10.8.2.2.5-1: Directed invitation to join an ongoing group call

This procedure happens while there is an on-going MCPTT group call:

1.
MCPTT client 4 enters the coverage of the on-going MCPTT group call.

2.
The entry of MCPTT client 4 is detected by the current participants.

3.
Since MCPTT client 1 is the current talker (floor arbitrator), MCPTT client 1 immediately re-sends the announcement with the call parameters to the group. 

4.
MCPTT client 4 may send a response message.
5.
MCPTT client 4 sets the parameters for the group call. 

6.
All participants are now considered part of the on-going group call.
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