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This pCR updates the late entry procedure to ensure applicability to both pre-arranged and chat group call models
Late entry signalling in clause 10.8.2.1.1.5 currently uses both 'request' terminology, and 'invite'.  This pCR proposes to change the language to 'request' for consistency, and for consistency with the majority usage in the TS.  This pCR also provides modifications which will allow the same procedure to apply to both pre-arranged and chat group call models.
The clause and figure numbering are also modified consistently with the proposed re-arrangement of the group call sub-clauses.
Following review of S6-151068 during which it was decided that combined procedure would not be suitable, this revision provides a stand-alone sub-clause for chat model late entry call.
******************************* Start of first change **************************************
10.8.2.x.x.x.x

Late entry chat group call

Procedures in figure 10.8.2.x.x.x.x-1 are those for the MCPTT server requesting a group member that is newly affiliated or coming back from out of coverage to join an ongoing MCPTT Group Call.

Pre-conditions:

1.
MCPTT group is previously defined on the group management server with MCPTT users affiliated to that group. All members of the group belong to the same MCPTT system.
2.
MCPTT users using MCPTT client 2 to MCPTT client n are in an ongoing call.
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Figure 10.8.2.x.x.x.x-1: Late entry call

1. 
MCPTT server determines that MCPTT client 1 which is newly affiliated or has returned from being out of coverage has to be requested to join an ongoing group call (late entry).

2. 
MCPTT server sends MCPTT group call request to MCPTT client 1.
3. 
MCPTT user at MCPTT client 1 is notified about the incoming group call.

4. 
Upon MCPTT user at MCPTT client 1 accepting the incoming request, MCPTT client 1 sends  an acknowledgement to the MCPTT server.  If the incoming request is rejected by MCPTT client 1, the MCPTT server should not resend the MCPTT group call request. 

5. 
MCPTT client 1 is successfully added to the ongoing group call and MCPTT users at MCPTT client 1 to MCPTT client n may be notified about the MCPTT client 1 joining the group call.

6. 
Floor taken with the information of the current talker is sent to MCPTT client 1. 
******************************* End of first change **************************************
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