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Abstract: the contribution does some rewording of the description of simultaneous MCPTT call and suggests to keep the term multiple MCPTT calls.
1. Reason for Change
The description of simultaneous MCPTT call in clause 10.10 indicates no difference with Multiple MCPTT Calls. It is suggested not to define a new call if it can be implemented by applying existing mechanisms (by either on-demand call or pre-established session). And it is proposed to keep the original term “Multiple MCPTT calls” in TS 22.179 to align the titles as service perspective.
2. Proposed Change
It is proposed to accept the following changes to clause 10.10 in TS 23.179.

*****************************************Start of change*******************************************
10.10
Simultaneous session for MCPTT call
10.10.1
General
The simultaneous session for MCPTT call is functionality where the MCPTT client can receive the media from multiple MCPTT calls over the same SIP session and media bearer(s) between the MCPTT client and the MCPTT server.

An MCPTT client becomes involved in simultaneous session for MCPTT calls by inviting, joining or accepting more than one MCPTT call, or affiliating to a group.

NOTE:
An MCPTT client affiliating to multiple MCPTT groups with active calls will result in the MCPTT client being invited simultaneously to multiple MCPTT calls.

The MCPTT client can also still handle multiple MCPTT calls in parallel at the same time i.e. using multiple dialogs.

The simultaneous session is established during either an originating on-demand call establishment or during pre-established session establishment or a modification of an already established pre-established session or on-demand call.

It is possible to change the prioritisation while the MCPTT client is engaged in multiple MCPTT calls. The setting of the priority can be made at MCPTT call setup or by performing a modification after the MCPTT call is established. This may result in more than one media bearer.

*****************************************End of change*******************************************
