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Abstract: The pCR proposes removal of obsolete editor’s notes from section 7.2.
Introduction
Section 7.2 has some editor’s notes, which are obsolete:

Editor's note:
The list below is to be aligned with the detailed description in clause 8. Not necessarily complete at the moment and planes might be combined.

SA6 has agreed on two planes and if this needs to be modified section 7.2 can be aligned accordingly, so the editor’s note isn’t really needed and should be deleted. 
Editor's note:
Whether bearer resource control and bearers should be separated is for further study.

The EN was introduced in TR 23.779 at SA6#2 during discussions about separate bearer plane and resource control planes where the meeting agreed to keep the bearer plane only and put this EN to the TR. As the bearer plane is not defined by SA6, the purpose of this EN is even more questionable and it is proposed to delete it.
*** Start of Change ***
7.2
Description of the planes

The following planes are identified:


a)
application plane. The application plane provides all of the services (e.g. call control, floor control) required by the user together with the necessary functions to support media control and transfer. It uses the services of the signalling control plane to support those requirements. The application plane also provides for the conferencing of media, transcoding of media, and provision of tones and announcements; and

Editor's note:
It is for further study whether resource control via Rx is possible / needed from the application plane.

b)
signalling control plane. The signalling control plane provides the necessary signalling support to establish the association of users involved in a MCPTT call or other type of call and other services. The signalling control plane also offers access to and control of services applicable to calls. The signalling control plane uses the services of the bearer plane.

Bearers supporting these planes are defined for LTE within 3GPP TS 23.401 [9]. The resource control that is needed to support these planes is defined within 3GPP TS 23.203 [4].

Editor's note:
Additional words may be needed to cover multicast bearers.

*** End of Change ***
