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This pCR updates call setup request text in clauses 10.8.2.1.1.4.1 and .2 for consistency.
In the initiating side of this group call setup, the language uses 'call request' as the terminology to describe the information flow messages (almost) throughout.  Elsewhere in the TS, 'request' seems to be the favoured usage, with 'setup' used in some cases.  The terminating side clause uses the term 'invite' which could lead to some confusion with potential stage 3 solutions.  This pCR proposes to change the language to 'request' for consistency.  With this small change, the procedure can apply to both chat and pre-arranged group call models.
The clause and figure numbering are also modified consistently with the proposed re-arrangement of the group call sub-clauses in S6-151067.
******************************* Start of first change **************************************
10.8.2.3.2.1
Group call setup procedure – initiating side

The information flow in figure 10.8.2.3.2.1-1 illustrates the group call setup procedure for an MCPTT group defined in the partner MCPTT system. Pre-conditions:

1.
MCPTT group is defined on the group management server which is located in the partner MCPTT system with MCPTT users affiliated to that group.
2.
The members of the MCPTT group defined in partner MCPTT system belong to different MCPTT systems.
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Figure 10.8.2.3.2.1-1: Group call for an MCPTT group defined in partner MCPTT system (initiating)

1.
The affiliated MCPTT user via MCPTT client initiates a group call with a group id. A group call request message with the group id is routed to the MCPTT server of the primary MCPTT system.

2.
The MCPTT server of the primary MCPTT system determines the group home MCPTT server where the MCPTT group is defined. 
3.
The MCPTT server of the primary MCPTT system forwards the group call request to the MCPTT server of the partner MCPTT system which owns the group and is where the authorized MCPTT user/dispatcher created the temporary group.

4.
The MCPTT server of the partner MCPTT system checks whether the user of MCPTT client is authorized for initiating the group call for the selected group. If authorized, it resolves the group id to determine the members of that group and their affiliation status, based on the information from group management server.

5.
The MCPTT server of the partner MCPTT system initiates a call request or call notification to the group's affiliated members.

6.
The MCPTT server of the partner MCPTT system provides a group call setup complete message to the MCPTT server of the primary MCPTT system of the MCPTT client. The group call setup message will consist of the success or failure result and/or detailed reason information in case of failure.

7. 
The MCPTT server of the primary MCPTT system forwards the group call setup complete message to the MCPTT client.

8
Upon successful call setup completion a group call is established for the group members.

10.8.2.3.2.2
Group call setup – terminating side

This procedure is used for group call setup when acknowledgement is required from at least some of the call recipients.
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Figure 10.8.2.3.2.2-1: Group call for an MCPTT group defined in partner MCPTT system (terminating)
1.
MCPTT server of the partner MCPTT system sends the group call request message towards to the MCPTT server of the primary MCPTT system of the MCPTT client.
2.
The MCPTT server of the primary MCPTT system determines whether to forward the group call request message to the MCPTT client based on the user subscription. 
3.
The MCPTT server of the primary MCPTT system forwards the group call request message to MCPTT client.

4.
MCPTT user is notified about the incoming group call.

5.
The receiving MCPTT client accepts the group call and a response message is sent to the MCPTT server of the primary MCPTT system.

6.
The MCPTT server of the primary MCPTT system forwards the response message to the MCPTT server of the partner MCPTT system (i.e. group hosting MCPTT server).
******************************* End of first change **************************************
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