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This pCR provides a procedure for the end of a chat model group call
There is a sub-clause describing the end of the pre-arranged group call; text is proposed within this pCR for an equivalent sub-clause describing the end of a chat group call.
The clause and figure numbering are also modified consistently with the proposed re-arrangement of the group call sub-clauses in S6-151067.

******************************* Start of first change **************************************
10.8.2.2.2.3
End chat group call

The procedures focuses on the case where the MCPTT server initiates the termination of an ongoing MCPTT group call for all the participants of that group call, since at least one of the termination conditions are met e.g., due to hang time expiry, last participant leaving, second last participant leaving, initiator leaving, or minimum number of affiliated MCPTT group members are not present.

NOTE:
The procedure for an MCPTT user leaving the group call is a different scenario and not considered in this solution.

Procedures in figure 10.8.2.2.2.3-1 are the procedures for the MCPTT server initiating termination of an ongoing MCPTT group call.
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Figure 10.8.2.2.2.3-1: End chat group call

1.
It is assumed that MCPTT users on MCPTT client 1, client 2 and client 3 are already part of the ongoing group call (e.g., as a result of a group call setup).

2.
MCPTT server would like to terminate the MCPTT group call which is ongoing e.g., due to hang time expiry, due to hang time expiry, last participant leaving, second last participant leaving, initiator leaving, or minimum number of affiliated MCPTT group members are not present.

3.
MCPTT server identifies the participants of the ongoing group call and generates group_call_end to terminate ongoing session.

4. 
MCPTT server sends a group_call_end towards each participant of the ongoing group call.  The group_call_end may not need to make use of the signalling plane.  Optionally, the group_call_end may include a request for an acknowledgement.
5.
MCPTT users are notified about the termination of the group call.

6.
Optionally the MCPTT client(s) receiving group_call_end, may send an acknowledgement to the MCPTT server if acknowledgement was requested by the MCPTT server.

7. MCPTT client 1, client 2 and client 3 have successfully released the floor control and media plane resources associated with the group call that is terminated.  Successful termination of the group call does not affect the status of affiliation of any of the clients.
******************************* End of first change **************************************
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