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This pCR updates the late entry procedure to ensure applicability to both pre-arranged and chat group call models
Late entry signalling in clause 10.8.2.1.1.5 currently uses both 'request' terminology, and 'invite'.  This pCR proposes to change the language to 'request' for consistency, and for consistency with the majority usage in the TS.  This pCR also provides modifications which will allow the same procedure to apply to both pre-arranged and chat group call models.
The clause and figure numbering are also modified consistently with the proposed re-arrangement of the group call sub-clauses.

******************************* Start of first change **************************************
10.8.2.4
Late entry call

Procedures in figure 10.8.2.4-1 are the signalling control plane procedures for the MCPTT server requesting a newly affiliated member or a member coming back from out of coverage to join an ongoing MCPTT Group Call.

Pre-condition:

1.
MCPTT group is previously defined on the group management server with MCPTT users affiliated to that group. All members of the group belong to the same MCPTT system.
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Figure 10.8.2.4-1: Late entry call

1.
It is assumed that MCPTT users on MCPTT client 2 to MCPTT client n are on an ongoing call.

2. MCPTT server determines that MCPTT client 1 which is newly affiliated has to be requested to join an ongoing group call (late entry).

3. MCPTT server generates MCPTT group call request including and sends towards the MCPTT client 1.  If a message needs to be sent via the SIP core, any necessary information needed to route the request to the MCPTT server, and any other required information such as media information can be included.
NOTE: 
Media negotiation and provision of any SIP routing information may have been carried out at the time of affiliation.
4. MCPTT user at MCPTT client 1 is notified about the incoming group call.

5. Upon MCPTT user at MCPTT client 1 accepting the incoming request, MCPTT client 1 sends the acceptance to the MCPTT server. If a message needs to be sent via the SIP core, any necessary information such as a response concerning selected media types can be included. If the incoming request is rejected by the MCPTT client 1, the MCPTT server should not resend the MCPTT group call request 

6. MCPTT client 1 is successfully added to the ongoing group call and MCPTT users at MCPTT client 1 to MCPTT client n may be notified about the MCPTT client 1 joining the group call.

7. The floor taken with the information of the current talker is sent to MCPTT client 1. 
******************************* End of first change **************************************
