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Abstract: Provides cleanup and consistency of terms in clause 8.4.2, off-network group identity management.
I do not beleive that the goal of this clause is to define a separate and distinct MCPTT group identity for use when off the network,since the previous clause 8.4.1 is not exclusive of off-network operations.  Rather it tries to explain the relationship of the MCPTT group identity and its possible off-network transport identifying associations.  In other words it is not defining a new term, MCPTT off-network group identity, but rather just stating that the MCPTT group identity is being used off network.
Begin changes

=============================================
8.4.2
MCPTT group identity management (off-network operation)
In an off-network, an MCPTT group identity is used for identifying the MCPTT group while off-network. The MCPTT group identity should be resolved to the ProSe group IP multicast address and ProSe Layer-2 Group ID for the group communication. The MCPTT UE is able to make communication with other member UEs whose users are of the same MCPTT group identity over ProSe direct communications based on ProSe Layer-2 Group ID and ProSe Group IP multicast address.
The figure 8.4.2-1 illustrates how the MCPTT group identity, ProSe Group IP multicast address and the ProSe Layer-2 Group ID are mapped to each other. ProSe Group IP multicast address and ProSe Layer-2 Group ID are pre-configured in accordance with the MCPTT group ID. Thus, they are pre-defined and associated. This mapping information should be configured in the UE.
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Figure 8.4.2-1: MCPTT group identity management in off-network operation
_1502027620.vsd
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