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Abstract: This P-CR proposes the configuration data for UEs.
Discussion:

This contribution (on UE) and documents S6-151026 (User), S6-151028 (Group), S6-151029 (Service) are an attempt to get a working set of configuration parameters for the MCPTT service. The 4 documents have been through a similar process to get to this stage, and this is documented in the box below.

>>>>>>>>>>>>>>>>>>>> Start of change<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

B.2
MCPTT UE related data

Table B.2-1 summarises the data related to UE. The only information which is assumed to be promptly notified to the MCPTT UE is its disabling/enabling status.

Table B.2-1: MCPTT UE related data (both on network and off network)

	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified

	Network enforced/managed


	5.5.2-005
	Max number of simultaneous  group calls (N4)
	X
	
	X (CSC-4)

	5.5.2-006
	Max number of transmissions (N5) in a group

	X
	
	X(CSC-4)

	5.5.2-007
	Max number of private calls(N10)
	X
	
	X(CSC-?)


Table B.2-2: MCPTT UE related data (on network only) 
	Reference
	Definition
	UE provisioned
(CSC-4)
	UE notified
()
	Network enforced/managed


	6.13.4-001
	Enabling/disabling of UE
	
	X
	X(CSC-4)


>>>>>>>>>>>>>>>>>>>> End of change<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<<

