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Abstract: The contribution suggests additional clarifications to rejoining group call after coming coming back from out of coverage.
1
Discussion

In the current TS 23.179, the late entry call procedures does not clarify if the client coming back from out of coverage can rejoin an ongoing group call. So this contribution proposes wording to clarify that.

2
Proposal

******************************************* 1st change *******************************************

10.8.2.1.1.5
Late entry call
Procedures in figure 10.8.2.1.1.5-1 are the signalling control plane procedures for the MCPTT server requesting a newly affiliated member or a member coming back from out of coverage to join an ongoing MCPTT Group Call.

Pre-condition:

1.
MCPTT group is previously defined on the group management server with MCPTT users affiliated to that group. All members of the group belong to the same MCPTT system.
2.
It is assumed that MCPTT users on MCPTT client 2 to MCPTT client n are on an ongoing call.
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Figure 10.8.2.1.1.5-1: Late entry call


1. MCPTT server determines that MCPTT client 1 which is newly affiliated or coming back from out of coverage has to be invited to join an ongoing group call (late entry).

2. MCPTT server generates MCPTT group call request including the information such as MCPTT service identifier (possible for the SIP core to route the request to the MCPTT server), MCPTT group id of the group invited to join, offer one or more media types and sends towards the MCPTT client 1 via SIP core.

3. MCPTT user at MCPTT client 1 is notified about the incoming group call.

4. Upon MCPTT user at MCPTT client 1 accepting the incoming invite, MCPTT client 1 sends the OK response including the selected media types to the MCPTT server through the signalling path. If the incoming invite is rejected by the MCPTT client 1, the MCPTT server should not resend the MCPTT group call request 

5. MCPTT client 1 is successfully added to the ongoing group call and MCPTT users at MCPTT client 1 to MCPTT client n may be notified about the MCPTT client 1 joining the group call.

6. The floor taken with the information of the current talker is sent to MCPTT client1. 
******************************************* 2nd change *******************************************

10.8.2.1.1.x
Rejoining call
Procedures in figure 10.8.2.1.1.x-1 are the signalling control plane procedures for the MCPTT client coming back from out of coverage to rejoin an ongoing MCPTT Group Call.
Pre-conditions:

-
It is assumed that MCPTT users on MCPTT client 2 to MCPTT client n are on an ongoing call.
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Figure 10.8.2.1.1.x-1: Rejoin call


1. MCPTT client 1 is coming back from out of coverage.

2. MCPTT client 1 coming back from out of coverage has necessary information for rejoining an ongoing group call, then the MCPTT client 1 initiates MCPTT group call rejoin request including the ongoing group call information.
3. MCPTT client 1 is authorized for rejoining the ongoing call.

4. MCPTT client 1 is informed that the MCPTT group call rejoin is successful.  

5. MCPTT client 1 is successfully added to the ongoing group call and MCPTT users at MCPTT client 1 to MCPTT client n may be notified about the MCPTT client 1 joining the group call.

6. The floor taken with the information of the current talker is sent to MCPTT client1. 
***************************************** End of changes *****************************************
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