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1
Introduction

This submission adds definitions for on-demand sessions and pre-established sessions. 
2
Discussion

The term "on-demand" comes from the OMA PoC enabler. It describes a session set-up mechanism in which all media parameters are negotiated at session establishment. Currently, on-demand sessions are mentioned 4 times in TS 23.179. Likewise, MCPTT sessions and pre-established sessions are defined.
3
Conclusion
The following modifications are proposed to be added to the TS.
-------------------------------------------Begin First Change-----------------------------------------------
1.1 3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Automatic commencement mode: A mode in which the initiation of the private call does not require any action on the part of the receiving MCPTT user.
Group affiliation: A mechanism by which an MCPTT user's interest in one or more MCPTT groups is determined.
Group call: A mechanism by which an MCPTT user can make a one-to-many MCPTT transmission to other users that are members of MCPTT group(s).
Group de-affiliation: A mechanism by which an MCPTT user's interest in one or more MCPTT groups is removed.
Group home MCPTT system: The MCPTT system where the MCPTT group is defined.
Group host MCPTT server: The MCPTT server within an MCPTT system which provides centralised support for MCPTT services of an MCPTT group defined in a group home MCPTT system.
Manual commencement mode: A mode in which the initiation of the private call requires the receiving MCPTT user to perform some action to accept or reject the call setup.
On-demand session: An MCPTT session set-up mechanism in which all media parameters are negotiated at MCPTT session establishment.
On-network MCPTT service: The collection of functions and capabilities required to provide MCPTT via EPS bearers using E-UTRAN to provide the last hop radio bearers.
Pre-established session: A session established between the MCPTT client and the home MCPTT server prior to making requests for MCPTT sessions to other MCPTT users.
UE-to-network relay MCPTT service: The collection of functions and capabilities required to provide MCPTT via a ProSe UE-to-network relay using ProSe direct communication paths to provide the last hop radio bearer(s).
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.179 [2] apply:
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For the purposes of the present document, the following terms and definitions given in IETF RFC 5245 [14] apply:
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-------------------------------------------End First Change-----------------------------------------------
