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Abstract: This document proposes to define the information flow for private call in off-network.
1.
Introduction & Discussion

The Sub-clause 10.9.3.1 “ Information flows for private call in off-network” is not defined which needs the input of the content. The contribution proposes to define the information flow for related private call procedure in off-network.
2.
Proposals
Based on the preceding analysis, it is kindly proposed to add the following texts into the section of 10.9.3.1 of MCPTT TS 23.179.

***********************************Start of  the change**********************************
10.9.3.1
Information flows for private call in off-network

10.9.3.1.1 Call setup request
Table 10.9.3.1.1-1 describes the information flow call setup request from one MCPTT client to another MCPTT client.
Table 10.9.3.1.1-1: call setup request
	Information element
	Status
	Description

	MCPTT ID of the caller
	M
	The identity of the calling party

	MCPTT ID of the callee
	M
	The identity of the called party

	Use floor control indication
	M
	This element indicates whether floor control will be used for the private call. When set to YES floor control will be used.

	SDP offer for private call
	M
	SDP with media information offered by (to) client

	SDP: unicast IP address client
	O
	Unicast IP address for client media and floor control

	SDP: codec information
	O
	Codec information for MCPTT media

	SDP: security information
	O
	Security parameter information elements


10.9.3.1.2 Call setup response
Table 10.9.3.1.2-1 describes the information flow Call setup response from one MCPTT client to another MCPTT client.
Table 10.9.3.1.2-1: call setup response
	Information element
	Status
	Description

	MCPTT ID of the caller
	M
	The identity of the calling party

	MCPTT ID of the callee
	M
	The identity of the called party

	Use floor control indication
	M
	This element indicates whether floor control will be used for the private call. When set to YES floor control will be used.

	SDP offer for private call
	M
	SDP with media information offered by (to) client

	SDP: unicast IP address client
	O
	Unicast IP address for client media and floor control

	SDP: protocol ID - media
	O
	Protocol ID for MCPTT media

	SDP: codec information
	O
	Codec information for MCPTT media

	SDP: security information
	O
	Security parameter information elements


10.9.3.1.3 Call release request

Table 10.9.3.1.3-1 describes the information flow call release request from one MCPTT client to another MCPTT client.
Table 10.9.3.1.3-1: call release request
	Information element
	Status
	Description

	MCPTT ID of the caller
	M
	The identity of the calling party

	MCPTT ID of the callee
	M
	The identity of the called party

	MCPTT private call release reason
	M
	This element indicates that reason for the private call release. e.g., Originating client requested, target client requested.

	Security information
	O
	Security parameter information elements


10.9.3.1.4 Call release response

Table 10.9.3.1.4-1 describes the information flow call release response from one MCPTT client to another MCPTT client.
Table 10.9.3.1.4-1: call release response
	Information element
	Status
	Description

	MCPTT ID of the caller
	M
	The identity of the calling party

	MCPTT ID of the callee
	M
	The identity of the called party

	MCPTT private call release reason
	M
	This element indicates that reason for the private call release. e.g., Originating client requested, target client requested, server requested.

	Security information
	O
	Security parameter information elements


***********************************End of  the change**********************************
