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Abstract: the contribution gives general descriptions and contents of MCPTT user profile in section 5 and 7.
1. Introduction
In previous discussions the group reached the consensus on locating the MCPTT user profile in MCPTT user database. The contribution provides descriptions in line with user profile procedure and architecture progress.
2. Proposal
It is proposed to adopt the following changes in TS 23.179.
********************************Start of First Change**********************************
5.2.11
MCPTT user profile requirements
The MCPTT user profile is associated with the MCPTT user’s identity of application plane. The provisioning of MCPTT user profile is subject to the MCPTT user authentication in Identity Management Server. The MCPTT user profile is stored in MCPTT user database and can be downloaded on MCPTT UE by the configuration managment client if this client is trusted.
Each MCPTT user shall have at least one profile associated with his MCPTT ID stored in a database associated with a MCPTT server. 

During MCPTT calls, MCPTT user profile information shall be available at the MCPTT server and at the MCPTT client. 

When transferred between an MCPTT client and an MCPTT server and/or when stored at a MCPTT UE, the MCPTT user profile information shall be confidentiality and integrity protected.
********************************End of First Change**********************************

********************************Start of Second Change**********************************
7.4.2.3.7
MCPTT user database

This functional entity contains information of all user configuration and MCPTT user profile information associated with an MCPTT user’s identity that is held by the MCPTT service provider at the application plane. User configuration information is determined by the MCPTT service provider. 
Note: Some of the MCPTT user profile information must be determined or configured by mission critical organizations.
********************************End of Second Change**********************************

