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Abstract: < This contribution proposes to add the location information of the talking user to the floor taken message to make it possible for the listening users to be known of the location of the current talking user.>
1. Introduction
Location is a important information for public safety service. This contribution mainly focuses on the requirement about providing the Location information of the transmitting MCPTT UE to receiving MCPTT UEs and proposes add the location information in the related signalling.

2. 2. Discussion and proposal 
This contribution assuming that location of each MCPTT user is already known to MCPTT server by some approach.It will only talk about how the location of talking user can be transmited to the receiving UE  to meet the following requirement in SA1.

[R-6.12-001] The MCPTT Service shall provide Location information of the transmitting MCPTT UE to receiving MCPTT UEs subject to privacy restrictions.

To transmit the talker user’s location, it means that each time when a user is granted for talking, its location should be transmitted to other users. It seems that floor taken is the most proper signalling to convey this information, rather than defining a new signalling. 
********************************Begin of the PCR********************************

10.8
Group call
10.8.2.x  Location of current talker
Figure 10.8.2.x shows the high level procedure to for MCPTT service to provide the location information about the current talker user to all the receiving MCPTT users.

Precondition: 

· 1.
There is on-going group call involving MCPTT user 1 and MCPTT user 2. 

· 2.
MCPTT user 1 associated with MCPTT client 1 is the current talking user.
·  3.
MCPTT user 2 associated with MCPTT client 2 is the receiving user.
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Figure 10.8.2.x: Providing location information of the current talker
1. MCPTT user 1 associated with MCPTT client gets the floor to transmitting.

 2. MCPTT server checks according to the privacy policy of the current talker (MCPTT user 1) to decide if the location information of MCPTT user 1 should be provided to one or multiple receiving MCPTT users.

3. MCPTT server provides the location information of MCPTT user 1 to one or multiple receiving MCPTT users.

********************************End of the PCR********************************
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