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Abstract: The contribution adds the information necessary for user profile management flows.
1. Discussion
The following requirements in 22.179 address the strong dependence of MCPTT user profile to user authentication.
When stored on an MCPTT UE, the MCPTT User Profile associated with an MCPTT User might be confidentiality and integrity protected, with the information available only to a trusted application client associated to the MCPTT User, upon authentication. The MCPTT User Profile is part of the MCPTT application service domain and forms the basis of MCPTT application layer security and identifies an MCPTT User to the MCPTT Service.

When sending requests for sensitive information (the user profiles) from MCPTT service, the credential associated with this MCPTT user’s identity is essential for validating this user.
2. Proposal
It is proposed to adopt the following changes in TS 23.179.
********************************Start of Change**********************************
10.1.3
MCPTT user profile

10.1.3.1
General

10.1.3.2
MCPTT user obtain the user profile (UE initiated)

The procedure for MCPTT user obtaining the user profile that is initiated by MCPTT UE is illustrated in figure 10.1.3.2-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.
-
The MCPTT UE has the secure access to the configuration management server. 
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Figure 10.1.3.2-1: MCPTT user obtain the user profile (UE initiated)
1.
The configuration management client sends get MCPTT user profile request to the configuration management server. This message provides the MCPTT user's identity information and the associated credential (e.g. a security token) acquired in previous user authentication.

2.
The configuration management server obtains the MCPTT user profile information.

3.
The configuration management server sends get MCPTT user profile response to the configuration management client. This message carries the MCPTT user profile information that is associated with this MCPTT user's identity. 

10.1.3.3
MCPTT user obtain the user profile update (network initiated)
The procedure for MCPTT user obtaining the user profile update that is initiated by network is illustrated in figure 10.1.3.3-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has the secure access to configuration management server.

-
The MCPTT user has previously obtained the MCPTT user profile that is associated with this MCPTT user's identity.

[image: image2.emf]Configuration 

management

client

Configuration

management 

server

3. Get MCPTT user profile request

2. Notification for MCPTT user data update

1.Obtain MCPTT user profile update

4. Get MCPTT user profile response


Figure 10.1.3.3-1: MCPTT user obtain the user profile update (network initiated)
1.
The configuration management server obtains the MCPTT user profile update information.

2.
The configuration management server sends a notification for MCPTT user data update to the configuration management client.

3.
The configuration management client sends get MCPTT user profile request to the configuration management server. This message provides the MCPTT user's identity information and the associated credential (e.g. a security token) acquired in previous user authentication.
4.
The configuration management server sends get MCPTT user profile response to the configuration management client. This message carries the MCPTT user profile update information requested in step 3.
********************************End of Change**********************************
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