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Abstract: This contribution proposes to add parameters for information flows related to group affiliation. 
Introduction
For TS 23.179 parameter tables that describe the information elements of each flow are needed. By describing these parameters in a general way it will be possible to find information flows that can be reused across procedures. 

The following proposed change takes these points into account.
******************************* Start of first change **************************************
10.4
Affiliation to MCPTT group(s)

10.4.1
General

When an MCPTT client wants to affiliate to MCPTT group(s), it shall be subject to authorization.

10.4.2
Information flows for affiliation
The following section describes the parameters that make up the information flows related to group affiliation.
10.4.2.1
MCPTT group affiliation request

Table 10.4.2.1-1 describes the information flow MCPTT group affiliation request. It is sent from the MCPTT client to the MCPTT server. See MCPTT group affiliation procedure in figure 10.4.3.1-1.

Table 10.4.2.1-1: MCPTT group affiliation request
	Information element
	Status
	Description

	MCPTT ID of requester
	M
	This element identifies the MCPTT user that wishes to affiliate to the given MCPTT group(s) listed .

	MCPTT group ID list
	M
	A list of one or more MCPTT group IDs to which the requester is asking to affiliate.


10.4.2.2
MCPTT group affiliation response

Table 10.4.2.2-1 describes the information flow MCPTT group affiliation response. It is sent from the MCPTT server to the MCPTT client. See MCPTT group affiliation procedure in figure 10.4.3.1-1.

Table 10.4.2.2-1: MCPTT group affiliation response
	Information element
	Status
	Description

	MCPTT ID of requester
	M
	This element identifies the MCPTT user that sent the MCPTT group affiliation request.

	MCPTT group ID list
	M
	A list of one or more MCPTT group IDs to which the requester was asking to affiliate.

	Affiliation status per MCPTT group ID
	M
	This element contains the affiliation status (affiliated = YES, or affiliated = NO) for each MCPTT group ID in the request list.


10.4.2.3
MCPTT group affiliation status update

Table 10.4.2.3-1 describes the information flow MCPTT group affiliation status update. It is sent from the MCPTT server to the group management server. See MCPTT group affiliation procedure in figure 10.4.3.1-1.
Table 10.4.2.3-1: MCPTT group affiliation status update
	Information element
	Status
	Description

	MCPTT ID
	M
	This element identifies the MCPTT user for which the group affiliation status will be updated.

	MCPTT group ID list
	M
	A list of one or more MCPTT group IDs for which the affiliation status of the user will be updated.

	Affiliation status per MCPTT group ID
	M
	This element contains the affiliation status (affiliated = YES, or affiliated = NO) for each MCPTT group ID in the status update list.


10.4.2.4
MCPTT subscribe group policy
Editor's note:  The information flow MCPTT subscribe group policy is contained in section 10.1.4.3 (Subscription and notification for group configurations). It is assumed that once the information elements for this flow are defined, this information can either be referenced here or replicated.
10.4.2.5
MCPTT notify group policy
Editor's note:  The information flow MCPTT notify group policy is contained in section 10.1.4.3 (Subscription and notification for group configurations). It is assumed that once the information elements for this flow are defined, this information can either be referenced here or replicated.
10.4.3
Affiliation

10.4.3.1
MCPTT group affiliation procedure

Procedure for affiliation to MCPTT group(s) is described in figure 10.4.3.1-1.

Pre-conditions:

1.
MCPTT client has already been provisioned (statically or dynamically) with the group information, or a pointer to the group information, that the MCPTT client is allowed to be affiliated.

2.
MCPTT server may have retrieved the user/group policy e.g. which user(s) are authorized to affiliate to what MCPTT group(s), priority, and other configuration data.

3.
MCPTT client may have indicated to the group management server that it wishes to receive updates of group configuration data for MCPTT groups(s) for which it is authorized (as described in subclause 10.5).

4.
The MCPTT user triggers the affiliation procedure. This is an explicit affiliation caused by the MCPTT user.
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Figure 10.4.3.1-1: MCPTT group affiliation procedure

1.
MCPTT client of the MCPTT user requests the MCPTT server to affiliate to an MCPTT group or a set of MCPTT groups. The MCPTT client shall provide the initiating user ID and the MCPTT group ID(s) being affiliated to.
2a.
MCPTT server checks if the group policy is locally cached. If the group policy is not locally cached on the MCPTT server then MCPTT server requests the group policy from the group management server.

2b.
MCPTT server receives the group policy from the group management server.

3.
Based on the group policy, the MCPTT server checks if the MCPTT client is authorised to affiliate to the requested MCPTT group(s). The MCPTT server also performs the check for the maximum limit of the total number (N2) of MCPTT groups that the user can be affiliated to simultaneously.
4.
If the user of the MCPTT client is authorised to affiliate to the requested MCPTT group(s) then the MCPTT server stores the affiliation status of the user for the requested MCPTT group(s).

5.
MCPTT server confirms to the MCPTT client the affiliation (5a) and updates the group management server with the affiliation status of the user for the requested MCPTT group(s) (5b).

NOTE:
Steps 5a and 5b can occur in any order or in parallel.
******************************* End  of first change **************************************
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