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1
Discussion
Configuration proposal as presented during Pre SA6#8 MCPTT conference call #2 (held on 11/3) is proposed as pCRs addressing the comments received from various companies.
Configuration proposal is split into 2 pCRs:
1. S6-151413 – First pCR covers configuration time sequence (represents the time sequence of configuration operations on the MCPTT UE) and generic configuration flow (depicting functional entites and the associated information flows for various configuration data types).
2. S6-151414 – Reformatted configuration parameters table(s) – representing which entity is the source for each type of the configuration data and which entity(ies) need to be configured (target).
The proposal in this contribution is first of the 2 pCRs.
Also proposed in this pCR is to resolve Editor’s note under subclause 10.1 MCPTT configuration “Editor's note: This subclause is a placeholder for description of configuration for both on-network and off-network.”.
2
Proposal

******************************************* 1st change *******************************************

10
Procedures and information flows

10.1
MCPTT configuration


10.1.1
General
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Depicted in figure 10.1.1-1 is a MCPTT configuration time sequence of the data in Annex B, representing the general lifecycle of MCPTT UE using MCPTT service.
Figure 10.1.1-1 MCPTT UE configuration time sequence and associated configuration data 
The offline pre-configuration may be required when the MCPTT UE has no connectivity to MCPTT service.
The online configuration to the MCPTT UE includes UE configuration, user configuration and group configuration. While the MCPTT UE is using the MCPTT service it may receive online configuration updates.
The MCPTT service is configured with the service configuration (not shown in the figure 10.1.1-1) which the MCPTT service enforces during the entire phase of MCPTT UE using the MCPTT service. 
10.1.2
MCPTT UE configuration data

10.1.2.1
General
Editor's note:
The functional description is FFS.

10.1.2.2
Procedures

Editor's note:
The procedures description is FFS.

10.1.2.3
Structure of data

The MCPTT UE configuration data includes the following information elements:

-
relay service (Y/N);
-
the list of allowed relayed MCPTT groups (optional); and
-
relay service code associated with each MCPTT group (as specified in 3GPP TS 23.303 [8]).
10.1.3
MCPTT user profile

10.1.3.1
General

10.1.3.2
MCPTT user obtain the user profile (UE initiated)

The procedure for MCPTT user obtaining the user profile that is initiated by MCPTT UE is illustrated in figure 10.1.3.2-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.
-
The MCPTT UE has the secure access to the configuration management server. 
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Figure 10.1.3.2-1: MCPTT user obtain the user profile (UE initiated)
1.
The configuration management client sends get MCPTT user profile request to the configuration management server. This message provides the MCPTT user's identity information.

2.
The configuration management server obtains the MCPTT user profile information.

3.
The configuration management server sends get MCPTT user profile response to the configuration management client. This message carries the MCPTT user profile information that is associated with this MCPTT user's identity. 

10.1.3.3
MCPTT user obtain the user profile update (network initiated)
The procedure for MCPTT user obtaining the user profile update that is initiated by network is illustrated in figure 10.1.3.3-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has the secure access to configuration management server.

-
The MCPTT user has previously obtained the MCPTT user profile that is associated with this MCPTT user's identity.
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Figure 10.1.3.3-1: MCPTT user obtain the user profile update (network initiated)
1.
The configuration management server obtains the MCPTT user profile update information.

2.
The configuration management server sends a notification for MCPTT user data update to the configuration management client.

3.
The configuration management client sends get MCPTT user profile request to the configuration management server. 

4.
The configuration management server sends get MCPTT user profile response to the configuration management client. This message carries the MCPTT user profile update information requested in step 3.
10.1.3.4
MCPTT user upload the user profile data
The procedure for MCPTT user uploading the user data that is related to the MCPTT user profile is illustrated in figure 10.1.3.4-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has the secure access to configuration management server.
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Figure 10.1.3.4-1: MCPTT user upload the user data
1.
The configuration management client is triggered (e.g. by user interaction operation) to upload the MCPTT user data.

2.
The configuration management client sends upload MCPTT user data request to the configuration management server. The message carries the user data information to be uploaded.

3.
The configuration management server stores the MCPTT user data to the database.

4.
The configuration management server sends upload MCPTT user data response to configuration management client to confirm the upload is completed.
10.1.4
MCPTT group configuration management

10.1.4.1
Store group configurations at the group management server

The procedure for store group configurations at the group management server is described in figure 10.1.4.1-1.

Pre-conditions:

-
The group management server may have some pre-configuration data which can be used for online group configuration validation;
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Figure 10.1.4.1-1: Store group configurations at group management server

1.
The group configurations are received by the group management client of an authorized user. 
2.
The received group configurations are sent to the group management server for storage using a store group configuration request.
3.
The group management server may validate the group configurations before storage. 

4.
The group management server stores the group configurations. 

5.
The group management server provides a store group configuration response indicating success or failure. If any validation or storage fails, the group management server provides a failure indication in the store group configuration response.
10.1.4.2
Store group configurations at the group management client

The procedure for store group configurations at the group management client is described in figure 10.1.4.2-1.

Pre-conditions:

-
The group management server may have some pre-configuration data which can be used for online group configuration validation;
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Figure 10.1.4.2-1: Store group configurations at group management client
1.
The group configurations are received by the group management server. 
2.
The group management server may validate the group configurations before storage. 
3.
The group management server stores the group configurations.
4.
The received group configurations are sent to the group management client for storage using a notify group configuration request.
5.
The group management client stores the group configurations. 

6.
The group management client provides a notify group configuration response indicating success or failure.
10.1.4.3
Subscription and notification for group configurations on CSC-2

The procedures for subscription and notification group configurations on CSC-2 are described in figure 10.1.4.3-1 and 10.1.4.3-2 respectively.

Pre-conditions:

-
The group management server has some group configurations stored.
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Figure 10.1.4.3-1: Subscription for group configurations
1.
The group management client subscribes to the group configuration information stored at the group management server using the subscribe group configuration request. 
2.
The group management server provides a subscribe group configuration response to the group management client indicating success or failure of the request. Also, the response will provide the latest group configuration information to the group management client.
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Figure 10.1.4.3-2: Notification for group configurations
1.
The group management server will update the group configurations stored as a result of configuration updates for the group by administrators or authorized users. 
2.
The group management server provides the notification to the group management client, who previously subscribed for the group configuration information. 
10.2
MCPTT group and membership configuration data

10.2.1
General
Editor's note:
The functional description is FFS.

10.2.2
Procedures

Editor's note:
The procedures description is FFS.

10.2.3
Structure of group and membership configuration data

The group configuration data includes the following information elements:

-
MCPTT group identity;

-
group owner;

-
group call ongoing or not;
-
group policy;
-
pre-emption capability;
-
pre-empted capability;
-
group priority;
-
associated relay service code (as specified in 3GPP TS 23.303 [8]);
-
priority level of the group;
-
the security level of the group;
-
ProSe Layer-2 Group ID (optional);

-
ProSe Group IP multicast address (optional); and
-
indication whether the UE should use IPv4 or IPv6 for that MCPTT group (optional).
The group membership data includes the following information elements:

-
MCPTT ID;
-
User Info Id (as specified in 3GPP TS 23.303 [8]);

NOTE:
User Info Id is unique (identifying an MCPTT user) to enable mapping by the application from the MCPTT ID to the IP address assigned by the ProSe layer for off-network operation.

-
user priority;
-
participant type (first responder, second responder, dispatcher, dispatch supervisor, MCPTT administrator); and
-
affiliation status.

***************************************** End of changes *****************************************
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