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1
Discussion
This contribution is for resolving two editor’s notes in subclause 10.1.2.1 and 10.1.2.2.

1. Proposed to deleted “Editor's note: The functional description is FFS.” after describing UE configuration data as proposed in this contribution.

2. UE configuration information flows are proposed in this contribution to resolve “Editor's note: The procedures description is FFS.”.
2
Proposal

******************************************* 1st change *******************************************

10
Procedures and information flows

10.1
MCPTT configuration

Editor's note:
This subclause is a placeholder for description of configuration for both on-network and off-network.
10.1.1
General
10.1.2
MCPTT UE configuration data

10.1.2.1
General

The MCPTT UE configuration data has to be known by the MCPTT UE before it can use the MCPTT service.
10.1.2.2
Procedures


The procedure for MCPTT UE obtaining the MCPTT UE related configuration data is illustrated in figure 10.1.2.2-1.
Pre-conditions:

-
The MCPTT UE has the secure access to the configuration management server. 
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Figure 10.1.2.2-1: MCPTT UE obtains the configuration data
1.
The configuration management client sends a get MCPTT UE configuration request to the configuration management server for obtaining MCPTT UE configuration data.
2.
The configuration management server sends get MCPTT UE configuration response to the configuration management client. This message carries the MCPTT UE configuration data. 

10.1.2.3
Structure of data

The MCPTT UE configuration data includes the following information elements:

-
relay service (Y/N);
-
the list of allowed relayed MCPTT groups (optional); and
-
relay service code associated with each MCPTT group (as specified in 3GPP TS 23.303 [8]).
***************************************** End of changes *****************************************
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