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Abstract: This document updates the information flow tables needed for MCPTT calls over MBMS.
1.
Explanation and justification
This document proposes additional information elements to be added in the information flow tables in sub clause 10.12.1.x. The procedures related to these information flows are currently defined in 10.7.3.5. However contribution S6-151395 propose to move that section to 10.12.x, that is why this contribution proposes to add the information flows in sub clause 10.12.x
*************************************Start of 1st change*******************************
10.12
Use of MBMS transmission 

10.12.1
Information flows for MBMS Transmission
10.12.1.x
Call connect and disconnect over MBMS
Table 10.12.1.x-1 describes the information flow to associate a MCPTT group call to a MBMS bearer. It is sent from the MCPTT server to the MCPTT client. 

Table 10.12.1.x-1: MapGroupToBearer 
	Information element
	Status
	Description

	MCPTT Group ID
	M
	This element identifies the MCPTT group, in which the call is started.

	Media stream identifier 
	M
	This element identifies the media stream in the SDP used for the group call (e.g. an identifier of the m= line in the SDP).

	TMGI
	O
	The MBMS bearer identifier if the MCPTT group call is not sent on the same MBMS bearer as this connect message.


Table 10.12.1.x-2 describes the information flow to disconnect a MCPTT group call from a MBMS bearer. It is sent from the MCPTT server to the MCPTT client.
Table 10.12.1.x-2: UnmapGroupFromBearer
	Information element
	Status
	Description

	MCPTT Group ID
	M
	This element identifies the MCPTT group, in which the call is started.


