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############################# FIRST CHANGE START #############################
5.2.11
MCPTT user profile requirements
The MCPTT user profile is associated with the user’s MCPTT ID; and it is also associated with an ID that identifies this specific profile if this user has more than one user profiles.
For the same MCPTT user there may be different MCPTT user profiles active on different MCPTT UEs or on the same MCPTT UE at different times. Only one MCPTT user profile per MCPTT UE is active at a time.
The provisioning of MCPTT user profile is subject to the MCPTT user authentication in identity management server.

The MCPTT user profile contains user configuration information provided by MCPTT user database. The MCPTT user profile may also contain other configuration information (e.g. service configurations and UE configurations) required by MCPTT services.
Different parts of the MCPTT user profile are provisioned by the mission critical organization, by the MCPTT service provider and by the MCPTT user, respectively.
The MCPTT user profile shall be available at configuration management server, configuration management client, MCPTT server and MCPTT client. The MCPTT user profile information is downloaded to the MCPTT UE.
The MCPTT user profile provisioning is initiated by MCPTTconfiguration management client (e.g. upon MCPTT user’s initial log on or on reconnect to MCPTT service), or initiated by MCPTTconfiguration management server (e.g. the dynamic attributes applied to MCPTT service due to role change or organization change). The update of MCPTT user profile is subject to an update of the user’s data at MCPTT user database or at MCPTT UE, or is initiated at configuration management server.

NOTE: the update of certain user profile information at certain entity is authorized by mission critical organizations.
############################## FIRST CHANGE END ##############################
############################ SECOND CHANGE START ###########################
10.1.4
MCPTT user profile

10.1.4.1
General



Information contained in the MCPTT user profile is listed in annex B.

############################ SECOND CHANGE END #############################
