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############################# FIRST CHANGE START #############################
B.3
User configuration data (MCPTT user profile data)

Data in table B.3-1, B.3-2, B.3-3 has to be known by the MCPTT UE after MCPTT authorization. CSC-4 reference point is used for configuration between configuration management server and MCPTT UE when the UE is on-network.
Data in table B.3-1 and B.3-3 can be configured offline using the CSC-11 interface. Tables B.3-1 and B.3-3 are the UE configuration required to support the use of off-network MCPTT service.

Table B.3-1: User configuration  /MCPTT user profile data (on and off network)
	Reference
	Parameter description

	[R-5.8-001]
[R-6.9-003]
	Authorised to create  and delete aliases of an MCPTT User and its associated user profiles. 

	[R-5.8-002]
[R-6.9-003]
	Alphanumeric aliases of user

	Subclause 8.1.2
	MCPTT user identity (MCPTT ID)

	[R-5.1.1-005]

[R-5.10-001]
	Participant type of the user

	[R-5.1.5-004]
	Limitation of number of affiliations per user (N2)

	[R-5.1.8-006]

[R-5.3-002]

[R-5.10-001]

[R-5.18.2-001]

[R-5.18.2-002]
	User's Mission Critical Organization (i.e. which organization a user belongs to)

	[R-5.5.2-008]
	Maximum number of simultaneously received group calls (N6)

	[R-5.5.2-009]
[R-6.2.3.3.3-001]
	Maximum number of simultaneous transmissions received in one group call in case of override (N7)

	[R-5.6.5-004]
	Authorised to make a private call

	[R-5.6.5-001]
	Authorised to make a private call with manual commencement

	[R-5.6.5-003]
	List of user (s) who can be called in private call.

	[R-5.6.5-002]
	Authorised to make a private call with automatic commencement

	[R-5.6.3-011]

[R-6.7.4-010]
	Authorisation of user to force automatic answer for a private call

	[R-5.6.5-006]

[R-6.7.5-002]
	Authorised to restrict the provision of a notification of call failure reason for private call

	[R-5.7.2.1.1-001]
	Authorisation to make an MCPTT emergency group call functionality enabled for user

	[R-5.7.2.1.1-001]
	Group used on initiation of an MCPTT emergency group call (currently selected/ dedicated)

	[R-5.7.2.1.2-005]
	Authorisation to cancel an in progress emergency associated with a group

	[R-5.7.2.2.1-001]
	Authorised to make an Imminent Peril group call

	[R-5.7.2.2.1-009]
	Group used on initiation of an MCPTT imminent peril group call (currently selected/ dedicated/ default if no group selected)

	[R-5.7.2.2.2-002]
	Authorised for imminent in- peril cancelation

	[R-5.7.2.3.1-001]
	Recipient for an emergency private call

(Pre-configured/ user locally determined)

	[R-5.7.2.3.1-001]
	Authorised to make an emergency private call

	[R-5.7.2.3.2-001]
	Authorised to cancel emergency priority in a private emergency call by an authorized user

	[R-5.7.2.4.1-002]
	Authorised to activate emergency alert

	[R-5.7.2.4.1-004]

[R-5.7.2.4.1-008]

[R-5.7.2.4.1-012]
	Group / user recipient of an emergency alert

(Pre-defined group, currently selected group, pre-defined recipient/ user locally defined recipient/ default if no recipient selected)

	[R-5.7.2.4.2-002]
	Authorisation to cancel an MCPTT emergency alert

	[R-5.19-007]

[R-6.13.4-002]
	User profile status (enabled/disabled)

	[R-5.1.7-002]
	Priority of the user for initiating/receiving calls

	[R-5.2.2-003]
	Authorisation to create a group-broadcast group

	[R-5.2.2-003]
	Authorisation to create a user-broadcast group


############################## FIRST CHANGE END ##############################

