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************************ 1st of Changes ************************

10.11.5

Request for resources with shared priority


An MCPTT server that supports simultaneous sessions may need to share a common priority on the EPS bearer for several MCPTT group calls that may use different priorities on the application level. This is achieved by including information for priority sharing on the request of resources over Rx reference point to PCRF. All sessions associated with the same priority sharing information will be handled by one EPS bearer, which will have a priority based on the highest requested priority among the sessions. 
During the PCC procedures for session establishment or session modification (figure 10.11.2-1 and figure 10.11.2-2 in this specification), PCRF performs resource sharing as defined in 3GPP TS 23.203[4]. To initiate resource sharing, the local inbound / outbound proxy function indicates to the PCRF that the resource sharing is possible as defined in 3GPP TS 23.203[4] and 3GPP TS 23.228[5]. Alternatively, PCRF can detect and request the PCEF to realize resource sharing or MCPTT server can contain information of priority sharing and request to the SIP core.     
NOTE 1:
The alternative procedure described above requires a PCC enhancement and is subject to implementation in EPC and IMS and can therefore only be used if supported by EPC and IMS.

NOTE 2:
If the EPC and IMS does not support the priority sharing from MCPTT system, no shared priority treatment apply, and a new EPS bearer will be setup based on QCI/ARP combination.















************************ End of Changes ************************
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