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****** Begin changes ***********
10.5.3.5.1
Call connect and disconnect over unicast 
Call connect and disconnect information flows are sent over non-SIP media plane signalling using MCPTT-4 for including or releasing an MCPTT client in the call using a pre-established session.
Figure 10.5.3.5.1-1 shows the high level procedure where a call connect information flow is sent by the MCPTT server to inform MCPTT client(s) using a pre-established session that the MCPTT client(s) has/have been connected to an MCPTT private call or group call.
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Figure 10.5.3.5.1-1: Connect procedure

1.
Pre-established session exists between MCPTT client A and MCPTT server.

2.
MCPTT server has determined to include MCPTT client A in the call e.g., upon receiving the request from another MCPTT client to include MCPTT client A in the call. 

3.
Pre-established session call connect request information flow is sent by the MCPTT server to inform MCPTT client A using a pre-established session that it has been connected to MCPTT private or group call. The floor control is established between floor participant A and floor control server.

Figure 10.5.3.5.1-2 shows the high level procedure where a disconnect information flow is sent by the MCPTT server to the MCPTT client A to indicate that the MCPTT private call or group call using a pre-established session has been released.
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Figure 10.5.3.5.1-2: Disconnect procedure
1.
Floor control is ongoing within a private or group call established using pre-established session.

2.
MCPTT server has determined to release MCPTT client A from the call e.g., due to call release. 

3.
Pre-established session call disconnect request message is sent by the MCPTT server to indicate to MCPTT client A that the MCPTT private call or group call using a pre-established session has been released. Pre-established session between MCPTT client A and MCPTT server remains for further use.

****** End change ***********
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