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1. Introduction
This pCR corresponds to CR 23.179-0101 in Rel-13.
2. Reason for Change

At SA6 #9, it was proposed to restrict Rel-13 MCPTT to the use of only one MCPTT user profile per MCPTT user. However, this was not agreeable to the meeting, and instead it was preferred by the meeting that Rel-13 allow for multiple MCPTT user profiles per MCPTT user. At SA6 #10 in CR 23.179-0079, it was agreed that all MCPTT user profiles appropriate to a UE are provided to that UE, and if multiple MCPTT user profiles are received then the UE selects one to use as the "active" MCPTT user profile. However, how the UE informs the network as to which MCPTT user profile out of multiple received MCPTT user profiles has been chosen as the active MCPTT user profile was not described, and it was noted that this would need to be addressed in order to provide a full solution to enable multiple MCPTT user profiles in Rel-13.
3. Conclusions

Clarification of how the UE informs the network as to which MCPTT user profile has been chosen as the active MCPTT user profile.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.CFA v0.1.0.
<<< FIRST SET OF CHANGES >>>
10.1.4
MCPTT user profile

10.1.4.1
General

An MCPTT user is identified by an MCPTT ID. An MCPTT ID is associated with at least one MCPTT user profile and can be associated with multiple MCPTT user profiles (identified by an index and optionally a profile name). This is depicted in figure 10.1.4.1-1.
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Figure 10.1.4.1-1: The relationship of MCPTT user, MCPTT ID, and MCPTT User Profile

For the same MCPTT user there can be different MCPTT user profiles active on different MCPTT UEs or different MCPTT user profiles active on the same MCPTT UE at different times. Only one MCPTT user profile per MCPTT client is active at a time.

All MCPTT user profiles associated with an MCPTT user are stored in the MCPTT user database. Different parts of the MCPTT user profile are provisioned by the Mission Critical Organization, by the MCPTT service provider and by the MCPTT user, respectively. 
MCPTT user profile information is downloaded to the MCPTT UE. The MCPTT user profile provisioning in the UE is initiated by the configuration management client (e.g. upon MCPTT user's initial log on or on reconnect to MCPTT service), or initiated by the configuration management server (e.g. due to role change or organization change). MCPTT user profile configuration may include more than one information exchange e.g. the configuration management server may provide the MCPTT UE with a list of some or all enabled MCPTT user profiles to allow the MCPTT user to select one (where the list may contain a subset of the MCPTT user profile information sufficient for the MCPTT user to distinguish which MCPTT user profile to select).
Information contained in the MCPTT user profile is listed in annex B.3.
10.1.4.x
Information flows for MCPTT user profile

10.1.4.x.8
Inform active MCPTT user profile request
Table 10.1.4.x.8-1 describes the information flow inform active MCPTT user profile request from the MCPTT client to the MCPTT server.

Table 10.1.4.x.8-1: Update MCPTT user profile request
	Information element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the originator who triggered the get MCPTT profile request.


10.1.4.x.9
Inform active MCPTT user profile response
Table 10.1.4.x.9-1 describes the information flow inform active MCPTT user profile response from the MCPTT server to the MCPTT client.

Table 10.1.4.x.9-1: Update MCPTT user profile response
	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure.


<<< NEXT SET OF CHANGES >>>
10.1.4.2
MCPTT user obtains the MCPTT user profile (UE initiated)

The procedure for MCPTT user obtaining the user profile that is initiated by MCPTT UE is illustrated in figure 10.1.4.2-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.
-
The MCPTT UE has the secure access to the configuration management server.
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Figure 10.1.4.2-1: MCPTT user obtains the user profile (UE initiated)

1.
The configuration management client sends a get MCPTT user profile request message to the configuration management server, which includes the MCPTT ID.

2.
The configuration management server obtains the MCPTT user profile information.

3.
The configuration management server sends get MCPTT user profile response message to the configuration management client. When a download is necessary, this message includes the all MCPTT user profiles that are associated with the MCPTT ID. If more than one MCPTT user profile was received, then the UE immediately performs the procedure in 10.1.4.y.
<<< NEXT SET OF CHANGES >>>
10.1.4.y
Active MCPTT user profile selection

The procedure for selection of an active MCPTT user profile for an MCPTT UE is illustrated in figure 10.1.4.y-1.

Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has secure access to the MCPTT server.

-
The MCPTT UE has already obtained one or more MCPTT user profiles.
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Figure 10.1.4.y-1: MCPTT user informs the network of the active MCPTT user profile

1.
The MCPTT client is triggered (e.g. by user interaction, by some automated means) to select a particular MCPTT user profile as active.

2.
The MCPTT client sends inform active MCPTT user profile request to the MCPTT server, which includes the MCPTT user's MCPTT ID and an indication of which MCPTT user profile is selected to be active for the MCPTT client.

3.
The MCPTT server sets the active MCPTT user profile to the indicated MCPTT user profile for the MCPTT client.

NOTE:
Different MCPTT user profiles can be active for different MCPTT clients of the same MCPTT user.

4.
The MCPTT server sends inform active MCPTT user profile response to the MCPTT client to confirm the active MCPTT user profile has been set.
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