
3GPP TSG-SA WG6 Meeting #11
S6-160456
Bangalore, India, 23rd – 27th May 2016
(revision of S6-160xxx)
Source:
Motorola Solutions
Title:
pCR for clause 7 of 23.PTT
Spec:
3GPP TS 23.PTT v0.1.0
Agenda item:
7.4
Document for:
Agreement
1. Introduction
This pCR captures a way forward for splitting clause 7 across 23.CFA TS and 23.PTT TS.
2. Reason for Change
Section 7 currently defines the MCPTT specific functional model in TS 23.179. With advent of the new 23.CFA TS, some of section 7 should appear in the 23.CFA TS and some of section 7 should appear in the 23.PTT TS. 
3. Conclusions

The corresponding sections are added to draft TS 23.PTT. A separate pCR captures the corresponding changes to 23.CFA TS. Changes over changes are shown to clarify what is being added, deleted, or modified from the original text.
4. Proposal

It is proposed to agree to the following changes in draft 3GPP TS 23.PTT v0.1.0.
* * * First change * * * *

7
Functional model

7.1
General

The functional model for the support of the MCPTT service is defined as a series of planes to allow for the breakdown of the architectural description.

For the description of the planes used in the MC service architecture see 3GPP TS 23.CFA.






7.2
VOID




7.3
Functional model description

7.3.1
On-network functional model

Figure 7.3.1-1 shows the functional model for the application plane of the MCPTT service.




[image: image2.emf]MCPTT-1

CSC-3

Common 

services core

Floor

control 

server

Floor

participant

MCPTT-4

Identity

management 

server

Group 

management 

server

Configuration 

management 

server

Interworking 

function to 

legacy system

IWF-1

MCPTT-3

Other MCPTT 

server

MCPTTserver

MCPTT client

MCPTT-5

Media 

distribution 

function

MCPTT UE

Media 

mixer

MCPTT-7

MCPTT-8

MCPTT-6

EPS

MCPTT user 

database

MCPTT-2

MB2C

Rx

CSC-5

MCPTT-9

CSC-6

Key 

management 

server

CSC-9

CSC-13


Figure 7.3.1-1: Functional model for MCPTT application plane
In the model shown in figure 7.3.1-1, the following apply:

-
The MCPTT server is an instantiation of a GCS AS in accordance with 3GPP TS 23.468 [10].

-
The MCPTT user database may be combined with an HSS in some deployment scenarios (e.g. when the MCPTT service provider and the PLMN operator are part of the same trust domain).

-
MCPTT-9 carries multicast floor control signalling between the floor control server of the MCPTT server and the floor participant of the MCPTT UE.

-
MCPTT-4 carries unicast floor control signalling between the floor control server of the MCPTT server and the floor participant of the MCPTT UE.

-
MCPTT-7 carries unicast media between the media distribution function of the MCPTT server and the media mixer of the MCPTT UE.

-
MCPTT-8 carries multicast media from the media distribution function of the MCPTT server to the media mixer of the MCPTT UE.


For the functional model of the signalling control plane in the MC service architecture see 3GPP TS 23.CFA.



Figure 7.3.1-3 shows the relationships between the reference points of the MCPTT application plane and the signalling plane.
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Figure 7.3.1-3: Relationships between reference points of MCPTT application and signalling control planes
NOTE 1:
Application plane reference point CSC-7 makes use of SIP-2 reference point when the group management servers are connected by a single SIP core. Where they are joined by more than one SIP core, CSC-7 also makes use of the SIP-3 reference point.

NOTE 2:
For simplicity, the HTTP proxy, which provides the interconnection between HTTP-1, HTTP-2 and HTTP-3 reference points, is not shown in figure 7.3.1-3.

7.3.2
Off-network functional model

Figure 7.3.2-1 shows the functional model for off-network MCPTT service operation.
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Figure 7.3.2-1: Functional model for off-network MCPTT service operation

7.4
Functional entities description

7.4.1
General

Each subclause is a description of a functional entity and does not imply a physical entity. 

7.4.2
MCPTT Application plane

7.4.2.1
General

Entities within the application plane provide application control, media control and distribution functions.

7.4.2.2
Common services core
For the description of the common services core entities within the MC service architecture see 3GPP TS 23.CFA.


























7.4.2.3
MCPTT application service

7.4.2.3.1
MCPTT client

The MCPTT client functional entity acts as the user agent for all MCPTT application transactions. The client reports the information of where the client is currently located.
7.4.2.3.2
MCPTT server

The MCPTT server functional entity provides centralised support for MCPTT services.

All the MCPTT clients supporting users belonging to a single group are required to use the same MCPTT server for that group. An MCPTT client supporting a user involved in multiple groups can have relationships with multiple MCPTT servers.

NOTE:
Possible requirements for handling multiple distinct media on different MCPTT servers are not covered in this version of the document.

The MCPTT server functional entity represents a specific instantiation of the GCS AS described in 3GPP TS 23.468 [10] to control multicast and unicast operations for group communications.

The MCPTT server functional entity is supported by the SIP AS, HTTP client and HTTP server functional entities of the signalling control plane.

By assuming the role of a GCS AS, the MCPTT server functional entity is responsible for:

-
keeping track of MCPTT UE location with respect to multicast service availability;

-
requesting the allocation of multicast resources utilizing the media distribution function;

-
announcing the association of multicast resources to calls to MCPTT UEs;

-
determining for each MCPTT UE involved in a given call whether to use unicast or multicast transport; 

-
announcing the assignment of multicast transport for specific calls to MCPTT UEs; and

-
informing the media distribution function of the media streams requiring support for a given call.

The MCPTT server shall support the controlling role and the participating role. The MCPTT server may perform the controlling role for private calls and group calls. The MCPTT server performing the controlling role for a private call or group call may also perform a participating role for the same private call or group call. For each private call and group call, there shall be only one MCPTT server assuming the controlling role, while one or more MCPTT servers in participating role may be involved. 

The MCPTT server performing the controlling role is responsible for:

-
call control (e.g. policy enforcement for participation in the MCPTT group calls) towards all the MCPTT users of the group call and private call;

-
interfacing with the group management server for group policy and affiliation status information of this MCPTT server’s served affiliated users;
-
managing floor control entity in a group call and private call; and

-
managing media handling entity in call i.e. conferencing, transcoding.

The MCPTT server performing the participating role is responsible for:

-
call control (e.g. authorization for participation in the MCPTT group calls) to its MCPTT users for group call and private call;

-
group affiliation support for MCPTT user, including enforcement of maximum N2 number of simultaneous group affiliations by a user;

-
relaying the call control and floor control messages between the MCPTT client and the MCPTT server performing the controlling role; and

-
media handling in call for its MCPTT users, i.e. transcoding, recording, lawful interception for both unicast and multicast media.

For group regrouping involving multiple groups from primary and partner MCPTT systems,
-
the group host MCPTT server of the temporary group performs the controlling role and is responsible for the centralized floor control, and for arbitration according to the temporary group or user policies (e.g., priority);

-
the group host MCPTT server of the constituent MCPTT group is responsible for providing call invitations to their group members, and for filtering between constituent group members’ floor control requests according to the constituent group or user policies (e.g., priority); and

-
the MCPTT server responsible for the constituent MCPTT group members performs the participating role.
7.4.2.3.3
Floor participant

The floor participant functional entity is responsible for floor requests. This functional entity is located in the UE for both on-network and off-network operations.

7.4.2.3.4
Floor control server

This functional entity provides support for centralised floor control for on-network and distributed floor control for off-network operation. It may provide arbitration between floor control requests between different users, grant the floor in response to successful requests, and provide queuing in cases of contention. For on-network operation, this functional entity is located with the MCPTT server. For off-network operation, this functional entity is located in the UE.

7.4.2.3.5
Media distribution function 

The media distribution function is responsible for the distribution of media to call participants. By means of information provided by the MCPTT server (e.g. IP addresses, transport layer ports), it will provide the following functionality:

-
provide for the reception of uplink MCPTT UE media transmission by means of the MCPTT-7 reference point;

-
replicate the media as needed for distribution to those participants using unicast transport;

-
distribute downlink media to MCPTT UEs by IP unicast transmission to those participants utilizing unicast transport by means of the MCPTT-7 reference point;

-
distribute downlink media to MCPTT UEs using multicast downlink transport of media for the call by means of the MCPTT-8 reference point; and

-
provide a media mixing function where multiple media streams are combined into a single media stream for transmission to the MCPTT UE.

NOTE 1:
If media mixing function occurs within the media distribution function, it operates independently of the media mixer in the UE.

NOTE 2:
A media mixing function within the media distribution function is not possible where the media is end to end encrypted.

7.4.2.3.6
Media mixer

This functional entity exists on the UE and provides support for combining multiple media streams into one media stream through the enforcement of media policy information.

7.4.2.3.7
MCPTT user database

This functional entity contains information of the MCPTT user profile associated with an MCPTT ID that is held by the MCPTT service provider at the application plane. The MCPTT user profile is determined by the mission critical organization, the MCPTT service provider, and potentially the MCPTT user.
7.4.3
Signalling control plane
For the description of the signalling control plane within the MC service architecture see 3GPP TS 23.CFA.





















































































7.5
Reference points

7.5.1
General reference point principle

The protocols on any reference point that is exposed for MCPTT service interoperability with other SIP core or other IMS entities in other systems shall be compatible with the protocols defined for the corresponding reference point defined in 3GPP TS 23.002 [3].

7.5.2
Application plane

7.5.2.1
General

The reference points for the MCPTT application plane are described in the following subclauses.
For the reference points of the common services core in the MC service architecture see 3GPP TS 23.CFA.
7.5.2.2
Reference point MCPTT-1 (between the MCPTT client and the MCPTT server)

The MCPTT-1 reference point, which exists between the MCPTT client and the MCPTT server, is used for MCPTT application signalling for establishing a session in support of MCPTT. The MCPTT-1 reference point shall use the SIP-1 and SIP-2 reference points for transport and routing of SIP signalling. The MCPTT-1 reference point may use the HTTP-1 and HTTP-2 reference points.

Reference point MCPTT-1 may also provide the MCPTT server with location information with respect to multicast service availability for the MCPTT client. The TMGI is communicated between the MCPTT server and the MCPTT client using the MCPTT-1 reference point.

Information that is reported to the MCPTT server from the MCPTT client shall be configurable at the application layer. This interface may include the area where a UE is currently located, described as ECGI of the serving and neighbouring cell(s), MBMS SAIs, MBSFN Area ID. This information comes from the broadcast by the local cell, e.g. from SIB1 and SIB15 (see 3GPP TS 36.331 [14]) as decoded by the UE.

NOTE:
This reference point includes the GC1 reference point as described in 3GPP TS 23.468 [10]. It is assumed that the MCPTT server is performing the function of GCS AS. While 3GPP TS 23.468 [10] does not specify GC1 it does include high level descriptions of certain interactions on GC1, including those relating to the availability of multicast delivery for the application client. The MCPTT-1 reference point fulfils the requirements of the GC1 reference point for MCPTT.

Messages supported on this interface may also include the MCPTT server providing the MCPTT client with information describing the mapping of transport resources to specific group calls.

7.5.2.3
Reference point MCPTT-2 (between the MCPTT server and the MCPTT user database)

The MCPTT-2 reference point, which exists between the MCPTT server and the MCPTT user database, is used by the MCPTT server to obtain information about a specific user. The MCPTT-2 reference point utilises the Sh reference point as defined in 3GPP TS 23.002 [3] and shall be intra-network.

7.5.2.4
Reference point MCPTT-3 (between the MCPTT server and the MCPTT server)

The MCPTT-3 reference point, which exists between the MCPTT server and the MCPTT server for MCPTT application signalling for establishing MCPTT sessions, shall use the SIP-2 reference point for transport and routing of signalling. If each MCPTT server is served by a different SIP core then the MCPTT-3 reference point shall also use the SIP-3 reference point for transport and routing of signalling. Floor control signalling and media are also transferred using the MCPTT-3 reference point.

7.5.2.5
Reference point MCPTT-4 (unicast between the floor control server and the floor participant)

The MCPTT-4 reference point, which exists between the floor control server in the MCPTT server and the floor participant in the MCPTT client, provides floor control signalling between the floor control server in the MCPTT server and the floor participant over a unicast bearer. The MCPTT-4 reference point uses the SGi reference point defined in 3GPP TS 23.002 [3].

7.5.2.6
Reference point MCPTT-5 (between the media distribution function and the EPS)

The MCPTT-5 reference point, which exists between the media distribution function and the EPS, is used, subject to the conditions below, by the media distribution function of the MCPTT server to obtain unicast bearers with appropriate QoS from the EPS. It utilises the Rx interface of the EPS according to 3GPP TS 23.203 [4].

MCPTT-5 is not used when the MCPTT service provider and the PLMN operator do not have an operational agreement for QoS control to be provided directly from the MCPTT service provider domain.

MCPTT-5 may be used when the MCPTT service provider and the PLMN operator have an operational agreement where QoS control is provided directly from the MCPTT service provider domain. 

NOTE:
Any coordination between the P-CSCF use of Rx and the MCPTT server use of Rx (via MCPTT-5) from the MCPTT service provider domain is not specified in this release of this specification.

7.5.2.7
Reference point MCPTT-6 (between the MCPTT server and the EPS)

The MCPTT-6 reference point, which exists between the MCPTT server and the EPS, is used to request the allocation and activation of multicast transport resources for MCPTT application usage. The MCPTT-6 reference point uses the MB2-C interface as defined in 3GPP TS 29.468 [12].

7.5.2.8
Reference point MCPTT-7 (unicast between the media distribution function and the media mixer)

The MCPTT-7 reference point, which exists between the media distribution function and the media mixer, is used to exchange unicast media between the media distribution function of the MCPTT server and the media mixer of the MCPTT client. The MCPTT-7 reference point uses the SGi reference point defined in 3GPP TS 23.002 [3].

7.5.2.9
Reference point MCPTT-8 (multicast between the media distribution function and the media mixer)

The MCPTT-8 reference point, which exists between the media distribution function and the media mixer, is used by the media distribution function of the MCPTT server to send multicast media to the media mixer of the MCPTT client. The MCPTT-8 reference point uses the MB2-U interface defined in 3GPP TS 23.468 [10].

7.5.2.10
Reference point MCPTT-9 (multicast between the floor control server and the floor participant)

The MCPTT-9 reference point, which exists between the floor control server and the floor participant, provides floor control signalling between the floor control server and the floor participant over a multicast bearer. The MCPTT-9 reference point uses the MB2-U interface defined in 3GPP TS 23.468 [10].










7.5.2.13
Reference point CSC-3 (between the MCPTT server and the group management server)

The CSC-3 reference point, which exists between the MCPTT server and the group management server, provides for the MCPTT server to obtain group information. The CSC-3 reference point shall use HTTP-1 and HTTP-2 reference points for transport and routing of non-subscription/notification related signalling. The CSC-3 reference point shall use SIP-2 reference point for transport and routing of subscription/notification related signalling.




· 
· 

7.5.2.15
Reference point CSC-5 (between the MCPTT server and the configuration management server)

The CSC-5 reference point, which exists between the MCPTT server and the configuration management server, provides for the MCPTT server to obtain non-group MCPTT service related information (e.g. policy information). The CSC-5 reference point shall use HTTP-1 reference point and HTTP-2 reference point for transport and routing of non-subscription/notification related signalling. The CSC-5 reference point shall use SIP-2 reference point for transport and routing of subscription/notification related signalling.

7.5.2.16
Reference point CSC-6 (between the identity management server and the MCPTT server)

The CSC-6 reference point, which exists between the identity management server and the MCPTT server, provides a means for the MCPTT server and the identity management server to share user identity information.

CSC-6 is specified in 3GPP TS 33.179 [13].







7.5.2.19
Reference point CSC-9 (between the key management server and the MCPTT server)

The CSC-9 reference point, which exists between the key management server and the MCPTT server, provides a means for the key management server to provide security related information (e.g. encryption keys) to the MCPTT server.

The CSC-9 reference point shall use the HTTP-1 and HTTP-2 reference points for transport and routing of security related information to the group management server and MCPTT server.

CSC-9 is specified in 3GPP TS 33.179 [13].











7.5.2.23
Reference point CSC-13 (between the configuration management server and the MCPTT user database)

The CSC-13 reference point, which exists between the MCPTT user database and the configuration management server, is used for:

-
the configuration management server to store the user profile data in the MCPTT user database; and

-
the configuration management server to obtain the user profile from the MCPTT user database for further configuration in the MCPTT UE.
7.5.2.24
Reference point IWF-1 (between the MCPTT server and the interworking function to legacy systems)

The IWF-1 reference point, which exists between the MCPTT server and the interworking function to legacy systems, is not specified in the present document.

NOTE:
A subset of the functionality provided by the existing MCPTT reference points could be used to interconnect with legacy systems.

7.5.3
Signalling control plane
For the reference points of the signalling control plane in the MC service architecture see 3GPP TS 23.CFA






























* * * End of first change * * * *
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