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Abstract: Key issue for system affiliation and authorization for interconnect group calls

Introduction

Authorization is required for an MC user to affiliate to a group that is defined in a partner system.  The following requirement taken from TS 23.280 applies:

[R-6.17.2-004] An MCX Service shall provide mechanisms to allow an MCX User on the Primary MCX Service System to affiliate to an MCX Service Group from a Partner MCX Service System, subject to authorization from the Primary MCX Service System and the Partner MCX Service System where the MCX Service Group is defined.

This pCR introduces a key issue and architectural requirement for authorization to affiliate to a group in a partner system, both by the primary system of the MC user, and the home MC system of the group.
***************************************** Change 1 **************************************************
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5.x.x.1
Description

Where an MC user wishes to affiliate to a group that is defined in a different MC system from the primary MC system of that user, the home MC system of the group will need to authorize that MC user to affiliate to the requested MC group and to take part in MC group calls within that MC group. The primary MC system of the MC user may also need to authorize that user to take part in group calls which are hosted in a different MC system from that user's primary MC system. See 3GPP TS 22.280 [x] [R-6.17.2-004] and clause 10.3.3.2.2 of 3GPP TS 23.379 [x].
Editor's note: clause references in TS 23.379 subject to change.
.5.x.x.2

Architectural Requirements

The primary MC server of an MC user needs to be able to authorize that MC user to affiliate to a group defined in a partner system. The group host MC server needs to be able to authorize users to affiliate to the group where those users have a different primary MC system. User and group configuration databases must have the appropriate definitions for this to take place.
***************************************** End change 1 ************************************************
