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Abstract: This contribution provides the terminologies to be used for the MC system
1. Discussion
Please refer to the attached presentation.
2. Proposal
It is proposed to agree to use the following terms in 23.280 as per the indicated usage context
	Sl.
	Current terminology in 23.179
	Current terminology in 23.280
	Proposed new terminology in 23.280
	Terminology usage context

	1.
	MCPTT system
	MCPTT system
	MC system
	MC system indicates a system which includes one or multiple mission critical services.

	2.
	MCPTT provider
	MC service provider (MC SP)
	MC service provider (MC SP)
	MC service provider indicates an entity which operates the application layer of the MC system

	3.
	MCPTT UE
	MCS UE
	MCS UE
	No change in terminology. MCS UE indicates a UE with support for one or multiple mission critical service capabilities.

In the context of CFA, the usage of MCS UE indicates the architecture for UE where the system aspects to support one or multiple mission critical services are commonly specified.

	4.
	-
	-
	MCS Device
	It is a remote controlled UE with limited service capabilities and limited user interfacing capabilities and is associated to one or more MCS UEs.
There are requirements in SA1 for which this term will be required to be defined and used.

	5.
	MCPTT User
	MCS User
	MCS User
	User is a per system entity.
In the context of CFA, the usage of MCS User indicates a user of a system with one or multiple mission critical services.

	6.
	MCPTT ID
	MCPTT ID
	MCS ID
	User identity is a per system identifier used for user services authorization.
In the context of CFA, the usage of MCS ID indicates a user in the system with authorization to access one or multiple mission critical services.

MCPTT ID is a MCS ID in MCPTT context. The structure and function is the same.

	7.
	MCPTT user profile
	MCPTT user profile
	MCS user profile
	User profile is a per system configuration for the user used to determine the level of access to the system provided communication models and services.

MCPTT user profile is part of the MCS user profile corresponding to MCPTT related configurations.

	8.
	MCPTT Group
	MCPTT Group
	MCS Group
	Group is a per system configuration and consists of users and can allow one or multiple mission critical service group transmissions.
MCPTT group is a Group used in the context of MCPTT service only to indicate that the Group is configured with MCPTT service transmissions.

	9.
	MCPTT group member
	MCPTT group member
	MCS group member
	Group member is a user of a system independent of the service transmission configured for the group. Within the group it is identified using MCS ID

	10.
	MCPTT Group ID
	MCPTT Group ID
	MCS Group ID
	Group identity is a per system configuration and uniquely identifies the group in the system.

MCPTT group ID is a Group used in the context of MCPTT service only to indicate that the Group is configured with MCPTT service transmissions.

MCPTT group ID is a MCS group ID in MCPTT context. The structure and function is the same.

	11.
	MCPTT service
	MC service
	MCX service
	A MC system can support one or multiple mission critical services. In Rel. 14, it supports MCPTT, MCVideo and MCData and they can be represented as MCX service.

In CFA context, a mission critical service requires a representation and so SA1 term can be used.

	12.
	MCPTT client
	MCS client
	MCX client
	In the context of a service, CFA indicates the service as MCX service. So, the corresponding client should be MCX client.

	13.
	MCPTT server
	MCS server
	MCX server
	In the context of a service, CFA indicates the service as MCX service. So, the corresponding server should be MCX server.

	14.
	UE to network relay MCPTT service
	UE to network relay MC service
	UE to network relay MC service
	Already agreed term. UE to network relay improves the coverage for a MCS UE. It provides connectivity and bearer service to the users using MCS UE to perform group communications using any MCX service.


