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1. Introduction
Review of TR 23.780.
2. Reason for Change
Key Issue 2 contains two sentences of which the meaning is unclear. The pCR proposes to delete those sentences, but they could also be reworded to clarify the purpose.
"This would cause an overload" is unclear because the preceding sentence states that the overload situation has already occurred.

It is unclear how a UE can send reception reports when it is unable to send acknowlegement messages because of the overload situation.
3. Conclusions

Deletion of unclear sentences.
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.780 v0.3.0.
* * * First Change * * * *

5.3.1
Description

There is a MCPTT requirement that the EPS shall inform the MCPTT system if a new MCPTT call cannot be set up. When using MBMS in a high load scenario not all MCPTT users will be able to acknowledge the MCPTT call setup. To handle this, the MCPTT users shall be able to receive the MCPTT call and remain in idle mode, which also means that the MCPTT server must trust that the MCPTT user is able to receive the MCPTT call.

Between MCPTT calls there might be long period of silence. During these periods it is difficult for the MCPTT client to analyse the reception quality of the MBMS bearer and notify the server if the quality goes below a threshold.

The issue becomes more complex due to mobility, since the UE in idle mode does not automatically report a cell change. Furthermore the MBMS activation procedure does not provide a feedback on which cells that were activated in an MBMS service area.

