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1. Introduction
This pseudo-CR is a mirror to CR 0109 to TS 23.179 in contribution S6-160628 (or its subsequent revisions).
2. Reason for Change
Table 10.10.1.1-1 specifies that the MBMS bearer announcement contains the List of service area identifier as a mandatory element. However, TS 29.468, the MB2 interface specification, states that this element is optional.

TS 29.468 specifies that either the List of service area identifier is provided or the List of cell identifier, or both. The BM-SC will need to determine the List of service area, if this is not provided, from the List of cell identifier.
3. Conclusions

Inconsistency between stage 2 and MBMS stage 3 specifications will remain if this CR is not agreed, possibly leading to divergent implementations.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.379 v0.2.0.
* * * First Change * * * *

10.10.1.1
MBMS bearer announcement
Table 10.10.1.1-1 describes the information flow MBMS bearer announcement from the MCPTT server to the MCPTT client.

Table 10.10.1.1-1: MBMS bearer announcement
	Information element
	Status
	Description

	TMGI
	M
	TMGI information

	QCI
	O
	QCI information used by the ProSe UE-Network Relay to determine the ProSe Per-Packet Priority value to be applied for the multicast packets relayed to Remote UE over PC5

	List of broadcast area identifier
	M
	A list of service area identifiers, or a list of cell identifiers, or both, for the applicable MBMS broadcast area.

	Frequency
	O
	Identification of frequency if multi carrier support is provided

	SDP information
	M
	SDP with media and floor control information applicable to groups that can use this bearer (e.g. codec, protocol id)


* * * End of Changes * * * *

