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Abstract: Key issue for authorization for interconnect private calls

Introduction

Within one system, TS 23.179 the user profile in Annex B.3 includes authorization to make private calls, which may be restricted to a specific list of users, or allowed to be made outside of a list.

This pCR introduces a key issue and architectural requirement for authorization to make and receive private calls to and from users on an interconnected MC system.
***************************************** Change 1 **************************************************
5
Key Issues

5.x
Key Issues for interconnect

5.x.x
Authorization for interconnect private calls

5.x.x.1
Description

Where an individually addressed call (e.g. Private Call, MCData SDS message, MCVideo call) is placed from a user in one MC system to a user in another MC system both the system of the called party and the system of the calling party will need to authorize the call.

In order to authorize the call, the calling MC user will need to be configured such that that MC user is authorized to place a call to an MC user in the called MC system, and possibly to the specific called MC user. Also in order to authorize the call, the called MC user will need to be configured such that the user is authorized to receive a call from the calling MC system, and possibly by the calling MC user.

5.x.x.2
Architectural Requirements

The user configuration database for the calling MC user will need to contain authorization for the MC user to place a call to an MC user in another MC system, and may need to contain authorization to place calls to specific MC users, or specific sets of MC users.

The user configuration database for the called MC user will need to contain authorization for the MC user to receive calls from an MC user in another MC system, and may need to contain authorization to receive calls from specific MC users, or specific sets of MC users. 
***************************************** End change 1 ************************************************
