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1. Introduction

This contribution proposes the information flows for remotely initiated ambient listening call.. 

2. Reason for Change

In 22.179 TS, the following text explains the requirements for remotely initiated ambient listening call:

	6.16.2
Ambient listening

6.16.2.1
Overview of ambient listening

Ambient Listening is a feature that allows an authorized MCPTT User, typically a dispatcher, to cause an MCPTT UE to initiate a call which results in no indication on the MCPTT UE that it is transmitting. Ambient Listening can be initiated by an authorized MCPTT User who wants to be listened to by another remote authorized MCPTT User or can be initiated by a remote authorized MCPTT User who wants to listen to another MCPTT User. The purpose of this feature allows a dispatcher to listen to activities at the Location of the remote MCPTT UE to find out what is happening around that MCPTT UE without providing an indication to the MCPTT User or people around the user (whom the MCPTT User does not want to make aware of this action) that this is happening. This type of call is different from other types of call, as for Ambient Listening audio is only transmitted to one party in the call (i.e., a dispatcher or an authorized MCPTT User that is acting in a similar role to a dispatcher).

This is used for stolen MCPTT UEs, monitoring officers, officer safety and particular operations, where it is important that the MCPTT UE does not indicate what is happening.

6.16.2.2
Ambient listening requirements

6.16.2.2.1
General Ambient Listening requirements

[R-6.16.2.2.1-001] The MCPTT UE that is being listened to shall be the only transmitting party in the Private Call.

[R-6.16.2.2.1-002] For an MCPTT UE that is being listened to there shall be no indication on the MCPTT UE that it is transmitting.

[R-6.16.2.2.1-003] If someone attempts to turn off an MCPTT UE that is being listened to it shall appear to be turned off even while Ambient Listening continues to be active.

[R-6.16.2.2.1-004] The MCPTT Service shall terminate Ambient Listening if the MCPTT User being listened to starts to transmit in an MCPTT Private Call or an MCPTT Group Call.
NOTE:
An authorized MCPTT User could initiate Discreet Listening at this point if needed.

6.16.2.2.2
Remotely initiated Ambient Listening requirements

[R-6.16.2.2.2-001] The MCPTT Service shall provide a mechanism to allow an MCPTT Administrator and/or an authorized user to set up Ambient Listening on a remote MCPTT UE within their authority.

[R-6.16.2.2.2-002] The MCPTT Service shall ensure that Ambient Listening triggered remotely is terminated only by the remote authorized MCPTT User (e.g., a dispatcher).




3. Conclusions and proposal

The MCPTT service shall support the remotely initiated ambient listening call requirements. It is proposed to agree the following changes to 3GPP TS 23.379.

* * * First Change * * * *

10.X
Ambient listening call
10.X.1
Information flows for remotely initiated ambient listening call 

10.x.1.1
Ambient listening call request 
Table 10.x.1.1-1 describes the information flow ambient listening call request from the MCPTT client to the MCPTT server and MCPTT server to the MCPTT client.

Table 10.x.1.1-1: Ambient listening call request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requesting user

	MCPTT ID
	M
	The MCPTT ID of the target user

	SDP offer
	M
	Media parameters of MCPTT client. 


10.x.1.2
Ambient listening call response 
Table 10.x.1.2-1 describes the information flow ambient listening call response from the MCPTT client to the MCPTT server and MCPTT server to the MCPTT client.

Table 10.x.1.2-1: Ambient listening call response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requesting user

	MCPTT ID
	M
	The MCPTT ID of the target user

	SDP answer
	M
	Media parameters selected


10.x.1.3
Ambient listening call release request
Table 10.x.1.3-1 describes the information flow ambient listening call release request from the MCPTT client to the MCPTT server and MCPTT server to the MCPTT client.

Table 10.x.1.3-1: Ambient listening call release request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requesting user

	MCPTT ID
	M
	The MCPTT ID of the target user


10.x.1.4
Ambient listening call release response

Table 10.x.1.4-1 describes the information flow ambient listening call release response from the MCPTT client to the MCPTT server and MCPTT server to the MCPTT client.

Table 10.x.1.4-1: Ambient listening call release response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requesting user

	MCPTT ID
	M
	The MCPTT ID of the target user


10.x.1.5
Ambient listening call release notification

Table 10.x.1.5-1 describes the information flow ambient listening call release notification from the MCPTT server to the MCPTT client.

Table 10.x.1.5-1: Ambient listening call release response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the requesting user

	MCPTT ID
	M
	The MCPTT ID of the target user

	Call release reason
	M
	The reason for call release by the MCPTT server


10.X.2
Remotely initiated ambient listening call setup
The MCPTT service provides the capability for an authorised user to remotely initiate an ambient listening call at an MCPTT client.
Figure 10.X.2-1 illustrates the information flow for remotely initiated ambient listening call setup.

Pre-conditions:

-
MCPTT client 1 is the client of the authorized user who is authorized to invoke an ambience listening call to be set up at the requested MCPTT client 2.
-
MCPTT user 1 is the current user at MCPTT client 1, and MCPTT user 2 is the current at MCPTT client 2.
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Figure 10.X.2-1: Remotely initiated ambient listening call

1.
MCPTT client 1 initiates an ambient listening call request to MCPTT server. 
2. The MCPTT server performs an authorization check for the authorized user 1 for the ambient listening call request. If authorization fails, the MCPTT server provides a failure response to MCPTT client 1.
3.
The MCPTT server sends the ambient listening call request to MCPTT client 2.
4.
MCPTT client 2 returns the ambient listening call response to the MCPTT server.
5.
MCPTT server provides an ambient listening call response to MCPTT client 1, indicating that whether the call is set up successfully or not.
6.
The floor control server of the MCPTT server then sends a floor granted to MCPTT client 2 according to the indicator received in Step 1.
7.
Accordingly, the floor control server of the MCPTT server sends a floor taken to MCPTT client 1.

8.
After receiving the floor granted message at the MCPTT client 2, the media is transmitted from MCPTT client 2 to MCPTT client 1.
NOTE:
There is no indication of the ambient listening call on MCPTT client 2.
10.X.3
Remotely initiated ambient listening call release – server initiated
Figure 10.X.3-1 illustrates the information flow for remotely initiated ambient listening call release – server initiated.

Pre-conditions:

-
MCPTT client 1 is the MCPTT client of the authorized user, who initiated the ambient listening call at MCPTT client 2. 
-
There is an ongoing ambient listening call from MCPTT client 2.
-
MCPTT user 1 is the current user at MCPTT client 1, and MCPTT user 2 is the current user at MCPTT client 2.
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Figure 10.X.3-1: Remotely initiated ambient listening call release – server initiated
1.
The ambient listening call release criteria is triggered, for example due to MCPTT user activity at MCPTT client 2, such as participating in an MCPTT call.
2.
The MCPTT server sends an ambient listening call release request to MCPTT client 2.

3.
MCPTT client 2 releases the ongoing ambient listening call.
NOTE:
MCPTT client 2 does not provide any indication of the ambient listening call release to its user.
4.
MCPTT client 2 provides an ambient listening call release response to the MCPTT server.
5.
The MCPTT server sends an ambient listening call release notification to MCPTT client 1 together with a reason code identifying that the call was released due to the triggering event.
6.
MCPTT client 1 notifies the authorized user 1.
10.X.4
Remotely initiated ambient listening call release – user initiated

Figure 10.X.4-1 illustrates the information flow for remotely initiated ambient listening call release – user initiated.

Pre-conditions:

-
MCPTT client 1 is the MCPTT client of the authorized user, who is authorized to release the ambient listening call at MCPTT client 2.

-
There is an ongoing ambient listening call from MCPTT client 2.
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Figure 10.X.4-1: Remotely initiated ambient listening call release – user initiated

1.
The authorized user 1 at MCPTT client 1 initiates the ambient listening call release request to the MCPTT server. 

2.
The MCPTT server provides an ambient listening call release request to MCPTT client 2.

3.
MCPTT client 2 releases the ambient listening call.

4.
MCPTT client 2 provides an ambient listening call release response to the MCPTT server.

NOTE:
MCPTT client 2 does not provide any indication of the ambient listening call release to its user.
5.
The MCPTT server provides the ambient listening call release response to MCPTT client 1.
****************************End change*********************************
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