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	Reason for change:
	According to procedure description in clause 10.6.2.5.2, a broadcast group call indicator is included in the request sent by MCPTT client 1 (as shown below). Practically this indicator is useful for MCPTT server to apply its signalling and media control specific to the broadcast group call. And it is also useful for end users to identify that the call is a braodcast group call.
Quoted specification in TS 23.179/10.6.2.5.2: 
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Figure 10.6.2.5.2-1: Broadcast group call

1.
MCPTT user at MCPTT client 1 initiates the broadcast group call setup procedure with the indication of broadcast group call. The signalling procedure is identical to the group call setup as described in subclause 10.6.2 with the inclusion of the parameter for broadcast group call indicator.

NOTE 1:
Broadcast group call applies to both pre-arranged and chat group call model. In the chat group call model case, the broadcast group call setup procedure is done by floor control signalling.
2.
MCPTT client 1 starts to transmit media. 

NOTE 2:
Only the call originating MCPTT user is allowed to transmit media on broadcast group call. 

NOTE 3:
A broadcast group call transmitted on a user-broadcast group has priority over group calls involving users within the user hierarchy. A broadcast group call transmitted on a group-broadcast group has priority over group calls on its subordinate groups.

3.
If the media transmission from call originating MCPTT user is complete, the broadcast group call is released.

It is proposed to add the broadcast group call indicator to the group call request.
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#################################### FIRST CHANGE #################################
10.6.2.2.7
Group call request (MCPTT client – MCPTT server)
Table 10.6.2.2.7-1 describes the information flow group call request from the MCPTT client to the MCPTT server.

Table 10.6.2.2.7-1 Group call request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is requested

	SDP offer
	M
	Media parameters of MCPTT clients

	Implicit floor request
	O
	When originating client requests the floor, this element shall be included

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call


################################### SECOND CHANGE #################################
10.6.2.2.8
Group call request (MCPTT server – MCPTT server)

Table 10.6.2.2.8-1 describes the information flow group call request between the MCPTT servers.

Table 10.6.2.2.8-1 Group call request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is initiated

	SDP offer
	M
	Media parameters of MCPTT server

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call


################################### THIRD CHANGE #################################
10.6.2.2.9
Group call request (MCPTT server – MCPTT client)

Table 10.6.2.2.9-1 describes the information flow group call request from the MCPTT server to the MCPTT client.

Table 10.6.2.2.9-1 Group call request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is initiated

	SDP offer
	M
	Media parameters of MCPTT server

	Broadcast indicator
	O
	Indicates that the group call request is for a broadcast group call
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