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1. Introduction
This contribution mainly focuses on the requirement about emergency alert triggered by location. It proposes to add a location-triggered emergency alert procedure.
Below are the related requirements from SA1 TS 22.280 V14.0.0 :
	5.1.9
MCX Service Emergency Alert triggered by Location

[R-5.1.9-001] The MCX Service shall provide a mechanism for an MCX Service Emergency Alert to be triggered when an MCX UE moves into a predefined area.
[R-5.1.9-002] The MCX Service shall provide a mechanism for an MCX Service Emergency Alert to be cancelled when the MCX UE moves out of a predefined area or to remain active until cancelled by the MCX User.


2. Reason for Change
Proposal to address requirements of emergency alert triggered by location.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.379 v0.4.0.
* * * First Change * * * *

10.6.2.2.x
MCPTT emergency alert trigger
Editor’s Note: This subclause is added as a place holder for describing the information flow of MCPTT emergency alert trigger.  
* * * Next Change * * * *

10.6.2.6.3
MCPTT emergency alert

10.6.2.6.3.x
MCPTT emergency alert triggered by location
The procedure focuses on the case where an MCPTT service emergency alert to be triggered when an MCPTT UE moves into a predefined area. This procedure will place the MCPTT client in the MCPTT emergency state if the MCPTT client is not already in that state.

Procedures in figure 10.6.2.6.3.x-1 are the signalling control plane procedures for the MCPTT server triggers an MCPTT emergency alert with an MCPTT group i.e., MCPTT users on MCPTT client 1, MCPTT client 2 and MCPTT client 3 belong to the same MCPTT group which is defined on MCPTT group management server.

NOTE 1:
For simplicity, a single MCPTT server is shown in place of a user home MCPTT server and a group hosting MCPTT server.

Pre-conditions:

1.
The MCPTT group is previously defined on the group management server with MCPTT client 2 and MCPTT client 3 affiliated to that MCPTT group. 

2.
All members of the MCPTT group belong to the same MCPTT system.
3.
An area in which the MCPTT client should send emergency alert is pre-defined in MCPTT server.
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Figure 10.6.2.6.3.x-1 MCPTT emergency alert triggered by location
1.
During location reporting procedure, MCPTT client 1 reports location information to MCPTT server.

2.
MCPTT server checks whether MCPTT client 1 has moved into a predefined area.

3.
If so, MCPTT server sends an MCPTT emergency alert trigger to MCPTT client 1 to notify that it has moved in to the area in potential danger.

4.
MCPTT client 1 notifies the user about the emergency alert.

5.
MCPTT client 1 initiates emergency alert procedure as described in 10.6.2.6.3.1.
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