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1. Introduction
This contribution is proposed to update TS 23.282 with defintions, abbreviations and references.
2. Reason for Change
Basic and generic updates necessary prior to describing describing functional model and procedures.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.282.
* * * First Change * * * *

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Auto-send: A mechanism where data from sending MCData user(s) is automatically transmitted to the MCData server i.e. without requesting permission to transmit.

Auto-receive: A mechanism where data is automatically delivered to the receiving MCData user(s) from the MCData server i.e. without requiring acceptance for delivery.

Transmission control: A mechanism that allows the MCData service to regulate data transmission requests from the sending MCData users, either prior to or after active sending from the MCData UE.

Reception control: A mechanism that allows the MCData service to regulate data reception to the receiving MCData users, prior to the delivery of data to the MCData UE.
SDS data: A payload with limited size and variable content type used in SDS transactions.

MCData service: A data communication service comprising at least one underlying generic capability (e.g. SDS, file distribution, data streaming) with strong security, high availability, reliability and priority handling to support applications for mission critical organizations and mission critical applications for other businesses and organizations (e.g. utilities, railways).
MCData UE: An MC service UE that can be used to participate in MCData services.

MCData user: An MC service user who is authorized to MCData services suite via an MCData UE.

Editor's Note: Definitions used in the specification should be listed here.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.282 [3] apply:
MCData system
3.2
Symbols

For the purposes of the present document, the following symbols apply:

Editor's Note: Symbols used in the specification should be listed here.
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Editor's Note: Abbreviations used in the specification should be listed here.
SDS
Short Data Service
FD 
File Distribution

DS 
Data Streaming
* * * Next Change * * * *
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