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1. Introduction

This pCR is a Rel-14 mirror to CR 23.179-0120.
2. Reason for Change

The MCPTT UE config time sequence diagram is out of date and incorrect with regards to terminology used and is missing the step of MCPTT service authorization, which is needed before MCPTT operations can occur.
3. Conclusions

It is seen as beneficial to correct the MCPTT UE config time sequence diagram.
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.280.

10
Procedures and information flows

10.1
MC service configuration

10.1.1
General
Depicted in figure 10.1.1-1 is an MC service configuration time sequence of the data related to specific MC service, representing the general lifecycle of MCS UE using an MC service.



Figure 10.1.1-1 MCS UE configuration time sequence and associated configuration data 
The MCS UE is provided with initial UE configuration via a bootstrap procedure that provides the MCS UE's clients (e.g. MCS client, group management client, configuration management client, identity management client, key management client) with critical information needed to connect to the MCPTT system. This includes PDN connection information (see subclause 5.2.9.1 of 3GPP TS 23.379 [13]) and on-network server identity information for all application plane servers with which the MCS UE needs to interact. See annex B.6 for more information.
The MCS UE is provided with UE configuration, MCPTT user profile configuration and group configuration via online configuration. While the MCS UE is using the MC service it may receive online configuration updates.
The MC service is configured with the service configuration (not shown in the figure 10.1.1-1) which the MC service enforces during the entire phase of MCS UE using the MC service.
Editor’s note:   Providing MC services to an MC service UE with an unauthenticated MC service user is FFS.
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