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Abstract: Adds in solution for requirement to restrict area of operation of group

Introduction and reason for change
This pCR adds a statement allowing the server to refuse a request for affiliation, and adds a specific server initiated de-affiliation procedure.
********************************** 1st change **************************************
[bookmark: _Toc424654359][bookmark: _Toc428364943][bookmark: _Toc433209538][bookmark: _Toc460615901][bookmark: _Toc460616762][bookmark: _Toc460662151]5.2.5	Group affiliation and de-affiliation
Group affiliation can be achieved through the following two methods:
a)	Explicit affiliation: An MCPTT user provides interest in one or many MCPTT groups using the MCPTT UE. An MCPTT authorized user may remotely modify another MCPTT user's affiliation to an MCPTT group.
b)	Implicit affiliation: MCPTT user's affiliations to MCPTT groups are determined through configurations and policies at the MCPTT UE or MCPTT service and performed implicitly by the associated MCPTT UE or MCPTT service.
NOTE:	Group affiliation is not the same as group membership; however, an MCPTT user is a member of a group prior to becoming an affiliated member of that group.
The following functionality shall be enabled by the MCPTT service for the MCPTT users affiliated to the MCPTT groups:
-	MCPTT users receive notifications for group call setup and invitation for their affiliated group(s).
-	MCPTT users receive media and events from their affiliated group(s).
The MCPTT server may refuse a request for affiliation from an MCPTT user. In this case the MCPTT user will not be able to take part in MCPTT calls within that MCPTT group, and the MCPTT client should make the MCPTT user aware that it is not affiliated. The MCPTT server may also de-affiliate an MCPTT client from an MCPTT group following a relevant trigger condition.
Group de-affiliation indicates that the MCPTT user is no longer affiliated to that MCPTT group, and therefore is not able to perform any actions that are associated with an affiliated member (e.g. receive media, notifications). De-affiliation can occur either through MCPTT user's explicit request, or implicitly (e.g. changed as the result of another action, such as the user logging off).
********************************** Next change **************************************
[bookmark: _Toc428365054][bookmark: _Toc433209690][bookmark: _Toc454401635]10.3.4.x	MCPTT server initiated group de-affiliation procedure
The procedure for the MCPTT server to revoke an affiliation with an MCPTT group is described in figure 10.3.4.x-1.
Pre-conditions:
1.	The MCPTT user has previously affiliated to the group, and the MCPTT server has stored the status of MCPTT group affiliation.
2.	A trigger event for de-affiliation occurs, such as the user moving outside the permitted geographical operational area of the MCPTT group.


Figure 10.3.4.x-1: MCPTT server initiated group de-affiliation procedure
1.	The MCPTT server determines the MCPTT client should be de-affiliated from the group due to the trigger event.
2.	The MCPTT server sets the affiliation status of the user to 'de-affiliated' for that MCPTT group.
3.	The MCPTT server sends the MCPTT client the MCPTT group affiliation change request indicating that the change is mandatory.
4.	The MCPTT client updates its affiliation status for the requested MCPTT group to 'de-affiliated'. The MCPTT client may inform its user of the de-affiliated status for that MCPTT group. 
5.	The MCPTT client responds to the MCPTT server that the de-affiliated status is confirmed.
6.	The MCPTT server updates the group management service with the changed affiliation status for that MCPTT user.
************************************* End changes **************************************

image1.emf
MCPTT client

MCPTT server

1. MCPTT server determines that user is to 

be de-affiliated from group

2. Remove the MCPTT group affiliation

status

6. Group de-affiliation status update

3. MCPTT group affiliation change request

Group management server

5. Group affiliation change response

4. UpdateMCPTT group affiliationstatus


oleObject1.bin

