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1. Introduction
MCData stage 1 (TS 22.282) has the following requirements for enhanced status.

2. Reason for Change
This pCR provides a solution to realize Stage 1 requirements related to MCData enhanced status.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.282-020.
* * * First Change * * * *

10.x
Enhanced status
10.x.1
General

Enhanced status corresponds to information specific to the activities perfomed by the mission critical service users during their operation(s) e.g. available, in operation on site, going to the operation site, or just arrived. The status information is pre-configured by the MCData administrator on a per-group basis. 
10.x.2
Preset values for enhanced status 

The enhanced status information i.e. the set of possible values corresponding to the activities of the MCData user, shall be configured by the MCData administrator. The configuration is applicable on a per-group, and therefore shall be part of the group configuration data as shown in table 10.x.2-1. The configuration mechanism shall allow the MCData administrator to configure a minimum of 32 possible values. This configuration data is applicable in both on-network and off-network.

Table 10.x.2-1: MCData group configuration data
	Reference 
(3GPP TS 22.282[3])
	Parameter description

	R-6.1.3.2-002
	A list of operational status values to be used for enhanced status


10.x.3
Enhanced status for on-network

10.x.3.1
Information flows for enhanced status
Editor's Note: Information flows should be described here. New subclauses may be added as required.
10.x.3.2
Sharing enhanced status information

10.x.3.2.1
Procedure

The procedure for an MCData user to share the enhanced status information to the members of the selected group is illustrated in figure 10.x.3.2.1-1. 

Pre-conditions:

1.
MCData user(s) on MCData client 1, 2, and n are registered for receiving MCData service.

2. 
The MCData users 1, 2 and n are members of the same MCData group and affiliated to the MCData service.

3. 
The MCData group is pre-configured with the possible values for enhanced status information.
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Figure 10.x.3.2.1-1: Sharing enhanced status information

1.
The user at MCData client 1 selects the MCData group to share the enhanced status information. The user also selects the value of the status information to be shared from the list of pre-configured status values available for the MCData group.

2.
The procedure of SDS one-to-many using signalling control plane as described in sub clause 10.1.2.x, is used to deliver the enhanced status information.

3.
The MCData users at MCData client 2 and n are notified of the enhanced status information.
10.x.4
Enhanced status for off-network

10.x.4.1
Information flows for enhanced status
Editor's Note: Information flows should be described here. New subclauses may be added as required.
10.x.4.2
Sharing enhanced status information

10.x.4.2.1
Procedure

The procedure for an MCData user to share the enhanced status information to the members of the selected group is illustrated in figure 10.x.4.2.1-1. 

Pre-conditions:

1.
Information for ProSe direct communications corresponding to the MCData group and its mapping to ProSe Layer-2 Group ID are pre-configured in MCData client 1.

2.
MCData client 1, 2 and n are members of the same MCData group.

3. 
The MCData group is pre-configured with the possible values for enhanced status information.
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Figure 10.x.4.2.1-1: Sharing enhanced status information

1.
The user at MCData client 1 selects the MCData group to share the enhanced status information. The user also selects the value of the status information to be shared from the list of pre-configured status values available for the MCData group.

2.
The procedure of off-network SDS one-to-many using signalling control plane as described in sub clause 10.1.3.x, is used to deliver the enhanced status information.

3.
The MCData users at MCData client 2 and n are notified of the enhanced status information.
6.1.3	MCData enhanced status


6.1.3.1	Service description


Mission Critical Service users need to share status information specific to their activities. For instance status can be: available, in operation on site, going to the operation site, or just arrived. When working in a group, there is a need to constantly share this information. 


6.1.3.2	Requirements


[R-6.1.3.2-001] The MCData Service shall provide a means to share in real-time operational status information between members of a selected group. 


[R-6.1.3.2-002] The possible operational status values shall be configurable.


[R-6.1.3.2-003] The minimum number of possible different operational status values shall be 32.
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