
3GPP TSG-SA WG6 Meeting #14
S6-161472
Reno, Nevada, USA, 14th – 18th November 2016


Source:
Samsung Electronics

Title:
MCPTT Emergency alert

Spec:
3GPP TS 23.379
Agenda item:
7.6.2.3
Document for:
Approval

Contact:
Nishant Gupta
nishant.gup@samsung.com 

1. Introduction

This contribution proposes to move the MCPTT emergency alert procedures to CFA.
2. Reason for Change

During SA6#14, the group decided to move the emergency alert procedures to CFA.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.379.

* * * First Change * * * *
10.6.2.2.3
MCPTT emergency alert request

Table 10.6.2.2.3-1 describes the information flow MCPTT emergency alert request from the MCPTT client to the MCPTT server and from the MCPTT server to the MCPTT client, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.2.2.3-1 MCPTT emergency alert request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the alerting party

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated

	Location
	O
	The alerting MCPTT client's location


Table 10.6.2.2.3-2 describes the information flow MCPTT emergency alert request from the MCPTT server to the MCPTT client, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.2.2.3-2 MCPTT emergency alert request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the alerting party

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated

	Organization name
	M
	The alerting MCPTT user's mission critical organization name

	Location
	O
	The alerting MCPTT client's location


10.6.2.2.3a
MCPTT emergency alert response

Table 10.6.2.2.3a-1 describes the information flow MCPTT emergency alert response from the MCPTT client to the MCPTT server and MCPTT server to the MCPTT client, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.2.2.3a-1 MCPTT emergency alert response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the alerting party

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated


10.6.2.2.4
MCPTT emergency state cancel request

Table 10.6.2.2.4-1 describes the information flow MCPTT emergency state cancel request from the MCPTT client to the MCPTT server and from the MCPTT server to the MCPTT client, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.2.2.4-1 MCPTT emergency state cancel request information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the cancelling party

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated

	Client emergency state cancel inform

(NOTE)
	O
	Requests cancellation of the emergency state associated with this MCPTT client

	Group emergency condition cancel request

(NOTE)
	O
	Requests cancellation of the emergency condition of the group

	NOTE: 
At least one of these information elements shall be present


10.6.2.2.4a
MCPTT emergency state cancel response

Table 10.6.2.2.4a-1 describes the information flow MCPTT emergency state cancel response from the MCPTT client to the MCPTT server and MCPTT server to the MCPTT client, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.2.2.4a-1 MCPTT emergency state cancel response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the cancelling party

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated


* * * Next Change * * * *

10.6.2.6.3
MCPTT emergency alert

10.6.2.6.3.1
General
The MCPTT server and MCPTT client make use of the following procedures defined in 3GPP TS 23.280 [18] using MCPTT-1 reference point:

-
emergency alert initiation; and

-
emergency state cancel.













































* * * Next Change * * * *

10.6.3.2.5
MCPTT emergency alert request

Table 10.6.3.2.5-1 describes the information flow for the MCPTT emergency alert request from the MCPTT client to the other MCPTT clients, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.3.2.5-1: MCPTT emergency alert

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the alerting MCPTT user

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated

	Location
	O
	The alerting client's location, if known

	Organization name
	M
	The alerting user’s mission critical organization name


10.6.3.2.6
MCPTT emergency alert cancel

Table 10.6.3.2.6-1 describes the information flow for the MCPTT emergency alert cancel from the MCPTT client to other MCPTT clients, for the procedure defined in 3GPP TS 23.280 [18].

Table 10.6.3.2.6-1: MCPTT emergency alert cancel

	Information Element
	Status
	Description

	MCPTT ID
	M
	The identity of the cancelling MCPTT user

	MCPTT group ID
	M
	The MCPTT group ID with which the alert is associated


* * * Next Change * * * *

10.6.3.9.3
MCPTT emergency alert

10.6.3.9.3.1
General
The MCPTT client makes use of the following procedures defined in 3GPP TS 23.280 [18]:

-
emergency alert initiation; and
-
emergency state cancel.
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